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Laborglasinstrumente

Normschliffe nach DIN 12249 | Conical Ground Joints acc. to DIN 12249

Kernschliffe* Kern 2 Wan- Gesamtlinge NachDIN VPE  Art-Nr.
Cones® (NS) (mm) dung ca. (mm) (Stiick)
(mm)
Nach DIN 12249 Form B und in Cone Dia. Wall Totallength Acc.to Pack Cat. No.
Erganzung zur Norm, geschliffene (NS) (mm) thickn. approx. DIN (qty.)
Kegelkerne, hergestellt aus (mm) (mm)
DURAN®-Rohr. 5/13 4 0,8 115 DIN 12249 10 11002 05
Acc. to DIN 12249 form B and in 7116 6 1,5 115 DIN 12249 10 11002 07
addition to standard, conical .ground 10/19 8 1,5 115 DIN 12249 10 11002 10
cones, made of DURAN® tubing.
12/21 10 1,5 130 DIN 12249 10 1100212
* Andere SchiiffgréBen auf Anfrage. 14/23 13 1,5 130 DIN12249 10 1100214
*Other ground joint sizes on request. 19/26 17 1,8 130 DIN12249 10 1100219
24/29 22 1,8 130 DIN 12249 10 11002 24
29/32 26 2,0 130 DIN 12249 10 11002 29
34/35 30 2,0 130 DIN 12249 10 11002 34
40/38 36 2,0 145 — 10 11002 40
45/40 40 2,3 145 DIN 12249 10 11002 45
50/42 46 2,3 145 — 1 11002 50
55/44 50 2,5 145 — 1 11002 55
60/46 54 2,5 160 DIN 12249 1 11002 60
71/51 65 3,2 180 DIN 12249 1 11002 71
85/55 80 3,5 180 DIN 12249 1 11002 85
Kernschliffe mit Verengung® Kern O Wan- Gesamtlinge NachDIN VPE  Art-Nr.
Cones with tip* (NS) (mm) dung ca. (mm) (Stiick)
(mm)
Nach DIN 12249 Form G und in Cone Dia. Wall Totallength Acc.to Pack Cat.No.
Erganzung zur Norm, geschliffene (NS) (mm) thickn. approx. DIN (qty.)
Kegelkerne, hergestellt aus (mm) (mm)
DURAN®-Rohr. 7/16 6 1,5 115 DIN 12249 10 11003 07
Acc. to DIN 12249 form G and in 10/19 8 1,5 115 DIN 12249 10 1100310
addition to Standard, conical ground 12/21 1 1,5 130 DIN 12249 10 11003 12
cones, made of DURAN® tubing.
14/23 13 1,5 130 DIN 12249 10 1100314
* Andere SchliffgréBen auf Anfrage. 19/26 17 1,8 130 DIN12249 10 1100319
*Other ground joint sizes on request. 24/29 22 1,8 130 DIN 12249 10 11003 24
29/32 26 2,0 130 DIN 12249 10 11003 29
34/35 30 2,0 130 DIN 12249 10 11003 34
40/38 36 2,0 145 - 10 11003 40
45/40 40 2,3 145 DIN 12249 10 11003 45
50/42 46 2,3 145 - 1 11003 50
55/44 50 2,5 160 - 1 11003 55
60/46 54 2,5 185 DIN 12249 1 11003 60
71/51 65 3,2 185 DIN 12249 1 11003 71
85/55 80 3,5 185 DIN 12249 1 11003 85
Kernschliffe mit Kern 2 Wandung  Gesamtlingeca. VPE Art-Nr.
Abtropfspitze® (NS) (mm) (mm) (mm) (Stiick)
Cones with drip tip* Cone Dia. Wallthickn. Total length Pack  Cat.No.
(NS) (mm) (mm) approx. (mm) (qty.)
Nach DIN 12249 Form F, geschlif- 14/23 13 1,5 120 10 11004 14
fene Kegelkerne, hergestellt aus
DURAN®-ROhT. 19/26 17 1,8 120 10 11004 19
. 24/29 22 1.8 130 10 11004 24
Acc. to DIN 12249 form F, conical
29/32 26 2,0 130 10 11004 29

ground cones, made of DURAN®
tubing.

* Andere SchliffgroBen auf Anfrage.
*Other ground joint sizes on request.
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Laborglasinstrumente

Normschliffe | Conical Ground Joints

Kernschliffe mit Kern (7] Wandung Gesamtlinge  VPE Art-Nr.
Cones with short tip* Cone Dia. Wallthickn. Totallength Pack Cat. No.
P
(NS) (mm) (mm) approx. (mm) (qty.)
Geschliffene Kegelkerne, 14/23 13 1,5 120 10 1100514
e_
hergestellt aus DURAN®-Rohr. 19/26 17 18 120 10 1100519
Conical ground cones, 2429 22 18 130 10 11005 24
made of DURAN® tubing.
29/32 26 2,0 130 10 11005 29
* Andere SchliffgréBen auf Anfrage.
*Other ground joint sizes on request.
Langschliff- Kerne® Kern 2 Wandung Gesamtlinge VPE Art-Nr.
Long ground cones® (NS) (mm) (mm) ca. (mm) (Stiick)
. Cone Dia. Wallthickn.  Total length Pack  Cat. No.
Geschliffene Kegelkerne, (NS) (mm) (mm) approx. (mm)  (qty.)
e_
hergestellt aus DURAN®-Rohr. 5/20 4 0,8 115 10 11007 05
Conical ground cones, 7/25 6 15 15 10 1100707
made of DURAN® tubing.
10/30 8 1,5 115 10 11007 10
* Andere SchliffgroBen auf Anfrage. 12/32 n 1,5 140 10 11007 12
*Other ground joint sizes on request. 14/35 13 1,5 140 10 11007 14
19/38 17 1,8 140 10 11007 19
24/40 22 1,8 140 10 11007 24
29/42 26 2,0 140 10 11007 29
34/45 30 2,0 140 10 11007 34
45/50 40 2,3 150 10 11007 45
Langschliff— Kerne Kern (7] Wandung Gesamtlinge  VPE Art-Nr.
mit Verengung* (NS) (mm) (mm) ca. (mm) (Stiick)
on round cones one Dia. Wall thickn.  Total length Pack at. No.
Longg d c i i c
with tip” (NS)  (mm) (mm)  approx.(mm) (qty.)
14/35 13 1,5 120 10 1100814
Geschliffene Kegelkerne, 19/38 17 18 120 10 11008 19
hergestellt aus DURAN®-Rohr.
24/40 22 1,8 130 10 11008 24
Conical ground cones,
made of DURAN® tubing. 29/42 26 2,0 130 10 11008 29
* Andere SchliffgréBen auf Anfrage.
*Other ground joint sizes on request.
Kernschliffe mit Ablauf und Kern (7] Wandung Gesamtlinge  VPE Art-Nr.
besonderen RohrmaBen’ (NS)  (mm) (mm) ca.(mm)  (Stiick)
Cones with tip and special Cone Dia. Wallthickn. Totallength Pack Cat.No.
tube dimensions* (NS) (mm) (mm) approx. (mm) (qty.)
29/32 28 2,0 300 10 11012 01
Geschliffene Kegelkerne, 34/35 32 2.0 300 10 11012 02
hergestellt aus DURAN®-Rohr.
45/40 40 2,3 300 10 11012 03
Conical ground cones,
made of DURAN® tubing. 60/46 54 2,5 375 10 11012 04
71/51 65 3,2 500 10 11012 05

* Andere SchliffgréBen auf Anfrage.
*Other ground joint sizes on request.
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Laborglasinstrumente

Normschliffe | Conical Ground Joints

Hulsenschliffe’ Hilse @  Wan-  Gesamt- NachDIN VPE  Art-Nr.
Sockets* (NS) (mm) dung linge ca. (Stiick)
(mm) (mm)
Nach DIN 12249 Form E und in Socket Dia. Wall Totallength Acc.to Pack Cat. No.
Erganzung zur DIN-Norm, geschlif- (NS) (mm) thickn. approx. DIN (qty.)
fene Kegelhiilsen, hergestellt aus (mm) (mm)
DURAN®-Rohr. 5/13 8 1,5 120 DIN 12249 10 1100105
Acc. to DIN 12249 form E and in 7/16 10 1,5 120 DIN 12249 10 11001 07
addition to DIN Standard, conical 10/19 13 1,5 130 DIN 12249 10 1100110
ground sockets, made of DURAN®
tubing. 12/21 15 1,8 130 DIN 12249 10 1100112
14/23 17 1,8 130 DIN 12249 10 1100114
* Andere SchiiffgréBen auf Anfrage. 19/26 22 1,8 130 DIN12249 10 1100119
*Other ground joint sizes on request.
24/29 28 2,0 130 DIN 12249 10 1100124
29/32 33 2,0 130 DIN 12249 10 1100129
34/35 40 2,3 130 DIN 12249 10 1100134
40/38 44 2,3 130 — 10 1100140
45/40 50 2,5 145 DIN 12249 10 1100145
50/42 54 2,5 145 — 1 11001 50
55/44 60 2,5 145 — 1 1100155
60/46 65 3,2 165 DIN 12249 1 1100160
71/51 75 3,2 165 DIN 12249 1 1100171
85/55 90 3,5 185 DIN 12249 1 1100185
Langschliff-Hiilsen” Hilse @ Wandung Gesamtlange VPE Art-Nr.
. . Socket Dia. Wallthickn. Total length Pack  Cat. No.
Geschliffene Kegelhuls@en, (NS) (mm) (mm) approx. (mm) (qty.)
hergestellt aus DURAN®-Rohr. 5/20 8 15 120 10 11006 05
Conical grOUnd. SOCkets, made 7/25 10 1,5 120 10 11006 07
of DURAN® tubing.
10/30 13 1,5 120 10 11006 10
* Andere SchliffgréBen auf Anfrage. 12/32 15 1,8 120 10 11006 12
*Other ground joint sizes on request. 14/35 17 1,8 120 10 11006 14
19/38 22 1,8 120 10 11006 19
24/40 28 2,0 130 10 11006 24
29/42 33 2,0 130 10 11006 29
34/45 40 2,3 130 10 11006 34
45/50 50 2,5 145 10 11006 45
Hiilsenschliffe mit Hiilse 2 Wandung Gesamtlange VPE Art-Nr.
spezie"en RohrmaBen® (NS) (mm) (mm) ca. (mm) (Stiick)
Sockets with special Socket Dia. Wallthickn.  Totallength Pack  Cat.No.
tube dimensions® (NS)  (mm) (mm) approx. (mm) (aty.)
14/23 16 1,2 160 10 11010 01
Geschliffene Kegelhiilsen, 14023 22 18 145 10 11010 02
hergestellt aus DURAN®-Rohr.
29/32 33 2,0 210 10 11010 05
Conical ground sockets,
made of DURAN® tubing. 29/32 40 2,3 380 10 11010 07
45/40 48 2,3 280 10 110101

* Andere SchliffgréBen auf Anfrage.
*Other ground joint sizes on request.
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Laborglasinstrumente

Normschliffe und Zubehor | Conical Ground Joints and Accessories

Doppelstiicke, Hiilse Kern ©  Wandung Gesamtlainge VPE  Art-Nr.
Hiilse mit Kern (NS)  (NS) (mm) (mm) ca.(mm)  (Stiick)

Tubes with socket and cone Socket Cone Dia. Wallthickn. Totallength Pack Cat. No.
(NS) (NS) (mm) (mm) approx. (mm) (qty.)

Geschliffene Kegelhllsen und 14/23 14/23 17 1,8 100 (L1) 11101411
Kegelkerne, hergestellt aus
DURANC-Rohr. 14/23 19/26 17 1,8 100 (L1) 1 11014 12
. 14/23 24/29 22 1,8 100 (L1) 1 11101413
Conical ground sockets and
cones, made of DURAN® tubing. 14/23 29/32 26 2,0 110 (L1) 1 11014 14
19/26 19/26 22 1,8 100 (L1) 1 11014 22
24/29 24/25 28 2,0 120 (L1) 1 11014 33
29/32 29/32 33 2,0 125 (L1) 1 11014 44
Einmal-Schliffmanschetten, diinnwandig, PTFE Fiir Schliffe VPE  Art-Nr.
Disposable ground joint sleeves, PTFE (NS) (Stiick)
o L . . Forgroundjoints Pack Cat. No.
Hervorragende Chemikalienbesténdigkeit bei Gebrauchs- (NS) (qty.)
tgmperaturen von -200 bis +260 °Q, dI? Schllffmansche“tten 14/23 10 11015 14
sind nur 50 ym dick und passen wie eine ,zweite Haut” (ohne
aufzutragen), kein Uberstehender Griffbund, daher keine 19/26 U2 UL
Beeintrachtigung bei der Verwendung von Schliffklemmen. 24/29 10 11015 24
Outstanding chemical resistance at operating temperatures 29/32 10 11015 29
from -200 to +260 °C, only 50 um thickness, the sleeves fit 45/40 10 11015 45
like a second skin without adding bulk, without grip collar,
simplifying use of joint clips.
Schliffhiilsen mit Griffound, PTFE Fiir Schliffe VPE  Art-Nr.
Sleeves with grip collar, PTFE (NS) (Stiick)
o L . . For ground joints Pack Cat. No.
Hervorragende Chemikalienbestandigkeit bei Gebrauchs- (NS) (qty.)
temperaturen von -200 bis +260 °C, robuste Konstruktion fur 14/23 1 11017 14
den Dauergebrauch, Griffbund und Dichtringe fiir eine sehr
gute Abdichtung. 19/26 1 1101719
Outstanding chemical resistance at operating temperatures 24/29 ! 1101724
from -200 to +260 °C, sturdy design for permanent use, with 29/32 1 11017 29
grip collar and sealing rings for excellent tightness. 45/40 1 11017 45
Alu-Ringe mit Hakchen Fiir Schliffe VPE  Art-Nr.
Alu rings with hooks (NS) (Stiick)

B R . . L Forground joints Pack Cat. No.
Fiir Kerne und Hilsen zum Anbringen von Spiralfedern, fiir die (NS) (gty.)
sichere Verbindung Yon Kegelschliffen, kein Abbrechen und 12/21 - 1423 10 11025 14
AbstoBen der Glashédkchen mehr.

19/26 - 24/29 10 1102519
For cones and sockets to be used with springs, for the safe
connection of conical ground joints, no breakage of glas hooks. 29/32 - 34/35 10 1102529
45/40 10 11025 45
Haltefedern Gesamtlinge VPE  Art-Nr.
Springs (mm) (Stiick)

" . N . . Total length Pack Cat. No.
Fir Alu-Ringe mit Hakchen zur sicheren Verbindung von (mm) (qty.)
Kegelschliffen, rostfreier Federstahl, zwei Osen. 25 10 11028 25
For alu rings with hooks to connect conical ground joints safely, 35 10 11028 35
stainless steel, two rings.

40 10 11028 40
60 10 11028 60
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Laborglasinstrumente

Klemmen | Clamps

Drahtklemmen Fir Schliffe (NS) VPE (Stiick)  Art-Nr.
Clips -
For ground joints (NS) Pack (qty.) Cat. No.
Fur Kegelschliff-Verbindungen, 14/23 10 1103214
Material: Edelstahl.
- ) o 19/26 10 1103219
or cqu:al ground joints, 24/29 10 11032 24
material: stainless steel.
29/32 10 11032 29
45/40 10 11032 45
Gabelklemmen fiir Normschliffe Fir Schliffe (NS) VPE (Stiick)  Art-Nr.
Fork clamps for ground joints .
For ground joints (NS) Pack (qty.) Cat. No.
Fir Kegelschliff-Verbindungen, Material: Edel- 14/23 10 11035 14
stahl, Feststellschraube bitte separat bestellen.
- ] o ) ] 19/26 10 1103519
or conical ground joints, material: stainless 24/29 10 11035 24
steel, Set screw must be ordered separately.
29/32 10 11035 29
45/40 10 1103545

Feststellschrauben fiir Gabelklemmen Fiir Gabelklemmen (Art-Nr.)  VPE (Stiick)  Art-Nr.
Set screws for fork clamps

For fork clamps (Cat. No.) Pack (qty.) Cat. No.
Fur open abgebildete Gabelklemmen, 11035 14 - 45 10 11035 99
Material: Edelstahl.
For fork clamps shown above,
material: stainless steel.
Kegelschliffklemmen Typ Keck™ Fiir Schliffe Farbe VPE  Art-Nr.
Conical joint clips type Keck™ (NS) (Stiick)

. . . . For ground joints Colour Pack Cat. No.
Fur Kegelschliff-Verbindungen, Material: POM, (NS) (qty.)
hervorragende Chem|kall|enbestand|gke|t, 1019 griin | green 10 1103710
Gebrauchstemperatur bis 90 °C.

) o ) 12/21 violett | violet 10 1103712
For conical ground joints, material: POM, 14/23 | ' 10 1103714
outstanding chemical resistance, operating / gelb | yellow 0
temperature up to 90 °C. 19/26 blau | blue 10 1103719
24/29 griin | green 10 11037 24
29/32 rot | red 10 1103729
34/35 orange | orange 10 11037 34
45/40 braun | brown 10 11037 45
Kegelschliffklemmen Typ Keck™ Fiir Schliffe (NS) VPE (Stiick)  Art-Nr.
Conical joint clips type Keck™ -
For ground joints (NS) Pack (qty.)  Cat. No.
Fur Kggelschliff-Verbindupgen, 14/23 10 11039 14
Material: Federstahl, vernickelt.
19/26 10 1103919
For conical ground joints, 24/29 10 11039 24
material: spring steel, nickel-plated.
29/32 10 11039 29
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Klemmen | Clamps

Kegelschliffklemmen
Typ ,, Safety Clip”
Conical joint clips
type ,Safety Clip”

Fir Kegelschliff-Verbindungen, Material: POM,
variabel hohenverstellbar, auch fiir Schliffhil-
sen mit Griffbund verwendbar, hervorragende
Chemikalienbestandigkeit, Gebrauchstempe-

ratur bis 90 °C.

For conical ground joints, material: POM,
height adjustable by variable gear rods, also
for use with sleeves with grip collar,
outstanding chemical resistance, operating
temperature up to 90 °C.

Schliffe & Zubehor | Ground joints and accessories

Fiir Schliffe
(NS)

For ground joints
(NS)

12/21
14/23
19/26
24/29
29/32
34/35
45/40

Farbe

Colour

blau | blue
blau | blue
blau | blue
blau | blue
blau | blue
blau | blue

blau | blue

Laborglasinstrumente

VPE
(Stiick)

Pack
(aty.)
10
10
10
10
10
10
10

Art-Nr.

Cat. No.

1103812
11038 14
1103819
11038 24
11038 29
11038 34
11038 45




Laborglasinstrumente

Kugelschliffe und Zubehor | Spherical Joints and Accessories

NenngréBe d, d, d, d,
Nominal size (mm) (mm) (mm) (mm)
S13 12,700 12,706 12,50 12,5
S19 19,050 19,057 18,90 18,9
“ - S29 28,575 28,582 28,35 28,3
S35 34,925 34,934 34,65 34,6
S40 38,100 38,109 37,80 377
S41 41,275 41,284 40,95 40,9
Die SchliffmaBe entsprechen The measures are in accordance with S51 50,800 50,810 49,40 49,3
DIN 12264. DIN 12264. S64 63,500 63,510 62,95 62,9
Kugelschliffschalen Schale  Gesamtlidnge ca. Nach DIN VPE Art-Nr.
Socket members (S) (mm) (Stiick)
Socket Total length Acc. to DIN Pack Cat. No.
Nach DIN 12244 und erganzend (s) approx. (mm) (qty.)
zur Norm, hergestellt aus DURAN®- 13/2 100 _ 10 12013 02
Rohr. 13/5 100 DIN 12644 10 12013 05
Acc. to DIN 12244 and in additi(_)n to 19 120 DIN 12644 10 12019 09
standard, made of DURAN® tubing.
29 120 DIN 12644 10 1202915
35 120 DIN 12644 10 1203520
40 120 DIN 12644 1 12040 25
41 120 DIN 12644 1 1204125
51 150 DIN 12644 1 1205130
64 170 DIN 12644 1 12065 40
Kugelschliffkugeln Kugel Gesamtlange ca. Nach DIN VPE Art-Nr.
Ball members (S) (mm) (Stiick)
Ball Total length Acc. to DIN Pack Cat. No.
Nach DIN 12264 und erganzend (s) approx. (mm) (qty.)
zur Norm, hergestellt aus DURAN®- 13/2 100 _ 10 12113 02
ZOhr't DIN 12264 and in addition t 13/5 100 DIN 12264 10 12113 05
stcacr;dgrd, made ofEIanUFzIZI&\]l® ttljlla?:g.o 19 120 DIN 12264 10 121909
29 120 DIN 12264 10 12129 15
35 120 DIN 12264 10 1213520
40 120 DIN 12264 1 12140 25
41 120 DIN 12264 1 1214125
51 150 DIN 12264 1 1215130
64 170 DIN 12264 1 12165 40
Gabelklemmen fiir Fiir Kugelschliffe (S) VPE (Stiick) Art-Nr.
Kugelschliffe Cor sonerical ioints (S c
Fork clamps for pherical joints (S) Pack (qty.) at. No.
spherical joints 13 ! 12313 02
19 1 12319 09
Mit Feststellschraube, 29 1 1232915
Material: Edelstahl. 35 1 12335 20
With get screw, 40/41 1 1234125
material: stainless steel.
51 1 1235130
65 1 12365 40
Kugelflansch-Verbindungen Bezeichnung Nenn-  Rohr @ Wand- VPE  Art-Nr.
Ball flange connections groBe(KF)  (mm)  starke (mm) (Stiick)
Desciption Nominal Tubing Wallthickn. Pack Cat.No.
Hergestellt aus DURAN®-Rohr. size (KF) dia. (mm) (mm) (aty.)
Made of DURAN® tubing. Pfanne | Socket 15 20 2,5 1 1250015
Pfanne | Socket 25 32 2,8 1 1250025
Kugel | Ball 15 20 2,5 1 1260015
Kugel | Ball 25 32 2,8 1 1260025
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Schraubverbindungssysteme | Screw Connector Systems

Gewinderohre Gewin- © Wandung Gesamtlinge NachDIN VPE  Art-Nr.
Screwthread tubes Thread Dia. Wallthickn. Totallength Acc.to Pack Cat. No.
for glassblowers (GL) (mm) (mm) approx. (mm) DIN (qty.)
14 12 1,5 120 DIN12216 10 1300014
Nach DIN 12216 und in 18 16 1,8 100 DIN12216 10 1300018
Ergdnzung zur Norm, mit DIN- 25 22 1,8 100 DIN12216 10 1300025
Gewinde (GL), hergestellt aus
DURAN®-Rohr 32 28 2,0 140 DIN 12216 10 13000 32
i 45 40 2,3 180 —_ 10 1300045
Acc. to DIN 12216 and in
addition to standard, with DIN
thread (GL), made of DURAN®
tubing.
Gewinderohre Kern (NS) Gewinde (GL) Nach DIN VPE (Stiick) Art-Nr.
mit NS-Kern Cone(NS)  Thread(GL)  Acc.toDIN Pack(qty) Cat.No.
S<.:rewthread *tUbes 14/23 14 DIN 12257 1 1311414
with NS cone 19/26 14 DIN 12257 1 1311419
Nach DIN 12257 und in 24729 14 - 1 13114 24
Ergénzung zur Norm, mit DIN- 29/32 14 = 1 13114 29
Gewinde (GL) und Kern (NS), 14/23 18 — 1 131814
e_
hergestellt aus DURAN®-Rohr. 19/26 18 DIN 12257 1 131819
ACC: ?0 DIN 12257 and i!‘I 24/29 18 — 1 13118 24
addition to standard, with DIN 29/32 18 DIN 12257 1 13118 29
thread (GL) and cone (NS),
made of DURAN® tubing. 14/23 25 - L 1312514
19/26 25 - 1 1312519
* Andere GroBen auf Anfrage. 2429 25 — 1 1312524
Special dimensions on request. 29/32 25 DIN 12257 1 13125 29
29/32 32 DIN 12257 1 1313229
Gewinderohre mit Kern(NS) Gewinde(GL)  FiirRohr@(mm)  VPE (Stiick) Art-Nr.

NS-Kern, Kappe

. Cone(NS) Thread(GL) Fortubingdia.(mm) Pack(qty.) Cat.No.
und Dichtung g a

Screwthread tubes with 14/23 14 5565 1 1301414
Ns cone' cap and sealing 19/26 14 5563 1 13014 19
. " ) . 24129 14 5,5-6,5 1 1301424
t’bergat”ﬁf““°'§i$}f@eg'1"9' 29/32 14 5,5-6,5 1 13014 29
ergestellt aus -Rohr, .
komplett mit Schraubverbin- 14/23 18 759 ! 1301814
dungskappe und Silikon- 19/26 18 7,59 1 1301819
Dichtung mit PTFE-Stulpe. 29/32 18 7,5-9 1 13018 29
Screw thread adapters , made 29/32 25 9-1 1 1302529
of DURAN® tubing, with screw- 29/32 32 13-15 1 1303229
cap with aperture and silicone
sealing ring with PTFE washers.
Schraubverschlusskappen fiir Gewinderohre Gewinde (GL) VPE (Stiick)  Art-Nr.
Screw caps for screwthread tubes Thread (GL) Pack(qty) Cat.No.
Mit DIN-Gewinde (GL), temperaturbestindig bis 180 °C, mit 14 10 1320014
PTFE-beschichteter Silikon-Dichtung (VMQ), Material: PBT, 18 10 1320018
Farbe: rot. 25 10 13200 25
With DIN thread (GL), temperature resistant up to 180 °C, with 32 10 13200 32
PTFE coated silicone sealing (VMQ), material: PBT, colour: red. 45 10 13200 45
Schraubkupplungen fiir Gewinderohre Gewinde (GL) VPE (Stiick) ~ Art-Nr.
Screw couplings for screwthread tubes Thread (GL) Pack(qty) Cat.No.
Zum flexiblen Verbinden von zwei Glasgewinden (GL), 14 1 1321514
temperaturbestandig bis 180 °C, Material: PBT, Farbe: rot. 18 1 1321518
For flexible coupling of two glass threads (GL), temperature 25 1 1321525
resistant up to 180 °C, material: PBT, colour: red. 32 1 13215 32
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Laborglasinstrumente

Schraubverbindungssysteme | Screw Connector Systems

Schraubverbindungs- Gewinde (GL) Bohrung (mm) VPE (Stiick) Art-Nr.
kappen fur Gewinderohre Thread (GL) Bore (mm) Pack (qty.) Cat. No.
Screw ‘r"apscforb 14 9,5 10 13210 14
screwthread tubes 18 1" 10 1321018
Mit DIN-Gewinde (GL), mit 25 15 10 1321025
Bohrung, Material: F?.BT,.Far.be: 32 20 10 13210 32
rot, temperaturbestandig bis
180 °C. 45 34 10 13210 45
With DIN thread (GL), with
aperture, material: PBT, colour:
red, temperature resistant up to
180 °C.
Silikon-Dichtungen FiirGewinde AuBen-@ Bohrung FiirRohr@ VPE Art-Nr.
Silicone sealing rings (L) (mm) (mm) (mm)  (Stiick)
. . Forthread Outer dia. Bore Fortubing  Pack Cat. No.
Fur Schraubverbindungs- (GL) (mm) (mm) dia. (mm) (qty.)
kgppen mit Bohrung, Material: 14 12 6 5,5-6,5 10 1331406
Silikonkautschuk (VMQ),
mit PTFE-Stulpe. 18 16 6 55-6,5 10 13318 06
For screw caps with bore, 18 16 8 7,590 10 13318 08
material: silicone rubber (VMQ) 18 16 10 9,0-11,0 10 1331810
with PTFE face. 25 22 8 7,5-9,0 10 1332508
25 22 10 9,0-11,0 10 1332510
25 22 12 11,0-13,0 10 1332512
32 29 10 9,0-11,0 10 1333210
32 29 12 11,0-13,0 10 1333212
32 29 14 13,0-15,0 10 1333214
32 29 16 15,0-17,0 10 1333216
32 29 18 17,0-19,0 10 1333218
45 42 26 25,0-27,0 10 1334526
45 42 32 31,0-33,0 10 13345 32
Silikon-Dichtungen, Fiir Gewinde AuBen-9 Dicke VPE Art-Nr.
Septum (GL) (mm) (mm) (Stiick)
Silicone rubber For thread Outer dia. Thickness Pack Cat. No.
sealings, Septa (L) (mm) (mm) (aty)
14 12 2 100 1341214
Zum -DUrChSteChen, fur-SChran' 18 16 2 100 13416 18
verbindungskappen mit Boh- ) 99 ) 00 34222
rung, Material: Silikon (VMQ). S 1 1342225
— 32 29 2 100 13429 32
For piercing, for screw caps
with bore, material: silicone (VMQ). 45 42 3 100 1344245

Oliven, gerade’ Fiir Gewinde AuBen-@ VPE  Art-Nr.
Plastic hose connectors, straight” (6L) (mm)  (Stiick)
Forthread Outerdia. Pack Cat.No.
Fur Schraubverbindungskappen mit Bohrung, Material: PP. (GL) (mm) (qty.)
For screw caps with bore, material: PP. 14 8,6 10 1350000
18 10,8 10 13500 01

" PTFE-Olive auf Anfrage.
" PTFE-hose connectors on request.

Oliven, gebogen’ Fiir Gewinde AuBen-@ VPE  Art-Nr.
Plastic hose connectors, bent (6L (mm)  (Stiick)
Forthread Outerdia. Pack Cat. No.
Fur Schraubverbindungskappen mit Bohrung, Material: PP. (GL) (mm) (qty.)
For screw caps with bore, material: PP. 14 8,6 10 1360000
18 10,8 10 13600 01

" PTFE-Olive auf Anfrage.
" PTFE-hose connectors on request.
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Stopfen | Stoppers

Sechskant-Hohlstopfen
mit flachem Boden
Hollow stoppers,
hexagonal plate

flat bottom

Sechskant-Hohlstopfen
mit Spitzboden

Hollow stoppers,
hexagonal plate,
pointed bottom

Nach DIN 12252 Form C,
Material: Borosilikatglas 3.3.

Acc. to DIN 12252 form C,
material: borosilicate glass 3.3.

Material: Borosilikatglas 3.3.

Material: borosilicate glass 3.3.

Kern (NS) VPE (Stiick) Art-Nr. Kern (NS) VPE (Stuick) Art-Nr.
Cone (NS) Pack (qty.) Cat. No. Cone (NS) Pack (qty.) Cat. No.
7/16 10 14000 07 7116 10 14003 07
10/19 10 1400010 10/19 10 1400310
12/21 10 1400012 12/21 10 1400312
14/23 10 1400014 14/23 10 1400314
19/26 10 1400019 19/26 10 1400319
24/29 10 14000 24 24/29 10 14003 24
29/32 10 14000 29 29/32 10 14003 29
34/35 5 14000 34 34/35 5 14003 34
45/40 5 14000 45 45/40 5 14003 45

Achtkant-Deckelstopfen,
Glas

Stoppers, octagonal
plate, glass

Achtkant-Deckelstopfen,
Kunststoff

Stoppers, octagonal
plate, plastic

Nach DIN 12254 und in
Ergadnzung zur DIN-Norm,
Material: PE, Farbe: weiB/rot.

Acc. to DIN 12254 and in
addition to DIN standard,
material: PE, colour: white/red.

Nach DIN 12252 Form A und E,
massive oder halbhohle Ausfiih-
rung, Material: Glas, siehe Tabelle.

Acc. to DIN 12252, form A and E,
solid or semi-hollow, material:
glass, see table.

Kern Ausfiihrung Material VPE Art-Nr. Kern Nach DIN VPE Art-Nr.
(NS) (Stiick) (NS) (Sttick)
Cone Description Material Pack Cat. No. Cone Acc. to DIN Pack Cat. No.
(NS) (qty.) (NS) (qty.)
10/19 massiv | solid DURAN?® 10 1400510 7/16 DIN 12254 10 14010 07
12/21 massiv \ solid DURAN® 10 1400512 10/19 DIN 12254 10 1401010
14/23 massiv \ solid DURAN® 10 1400514 12/21 DIN 12254 10 1401012
19/26 massiv | solid DURAN?® 10 1400519 14/23 DIN 12254 10 1401014
24/29 massiv | solid DURAN?® 10 14005 24 19/26 DIN 12254 10 1401019
29/32 halbhohl \ semi-hollow DURAN® 10 14005 29 24/29 DIN 12254 10 14010 24
34/35  halbhohl | semi-hollow DURAN?® 1 14005 34 29/32 DIN 12254 10 14010 29
45/50  halbhohl | semi-hollow DURAN?® 1 14005 45 34/35 = 5 14010 34
45/40 — 5 14010 45
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Ubergangs-/
Reduzierstiicke
Hiilse/Kern
Reduction adapters
with ground joints

Nach DIN 12257 und in Ergdnzung
zur DIN-Norm, geschliffene
Kegelhllsen und Kegelkerne,
hergestellt aus DURAN®-Rohr.

Acc. to DIN 12257 and in addition
to DIN standard, conical ground
sockets and cones, made of
DURAN® tubing.

Ubergangsstiicke | Adapters

Ubergangs-/
Expansionsstilicke
Hiilse/Kern
Expansion adapters
with ground joints

Nach DIN 12257 und in Ergénzung
zur DIN-Norm, geschliffene
Kegelhulsen und Kegelkerne,
hergestellt aus DURAN®-Rohr.

Acc. to DIN 12257 and in addition
to DIN standard, conical ground
sockets and cones, made of
DURANE® tubing.

Hulse (NS) Kern (NS) Nach DIN VPE (Stiick)  Art-Nr. Hiilse (NS) Kern (NS) Nach DIN VPE (Stiick)  Art-Nr.
Socket (NS) Cone(NS) Acc.toDIN Pack(qty.) Cat.No. Socket (NS) Cone (NS) Acc.toDIN Pack(qty.) Cat. No.
12/21 14/23 — 1 1501214 14/23 12/21 — 1 1501412
14/23 19/26 DIN 12257 1 1501419 19/26 14/23 DIN 12257 1 15019 14
14/23 24/29 — 1 15014 24 2429 14/23 — 1 1502414
14/23 29/32 DIN 12257 1 15014 29 24/29 19/26 = 1 1502419
19/26 24/29 - 1 15019 24 29/32 14/23 DIN 12257 1 15029 14
19/26 29/32 DIN 12257 1 15019 29 29/32 19/26 DIN 12257 1 1502919
19/26 34/35 — 1 15019 34 29/32 24/29 — 1 15029 24
24/29 29/32 - 1 15024 29 34/35 19/26 — 1 1503419
24/29 34/35 — 1 15024 34 34/35 24/29 — 1 15034 24
24/29 45/40 = 1 15024 45 34/35 29/32 = 1 15034 29
29/32 34/35 - 1 15029 34 45/40 29/32 — 1 15045 29
29/32 45/40 DIN 12257 1 15029 45 45/40 34/35 = 1 15045 34
29/32 60/46 — 1 15029 60 60/46 29/32 — 1 15060 29
29/32 71/51 - 1 15029 71 60/46 45/40 — 1 15060 45
45/40 60/46 — 1 15045 60 71/51 29/32 — 1 1507129
45/40 71/51 — 1 1504571 71/51 45/40 — 1 1507145
Ubergangsstiicke Ubergangsstiicke
NS-Kern auf KS-Schale NS-Hiilse auf KS-Kugel
Adapters NS cone to Adapters NS socket to

12

Kern (NS)
Cone (NS)
14/23
29/32
29/32
29/32

spherical joint socket

Ubergangsstiicke von Kegelkern
auf Kugelschale, hergestellt aus
DURAN®-Rohr.

Adapters from ground joint cone
to spherical joint socket, made of
DURAN® tubing.

Schale (S) VPE (Stiick) Art-Nr.

Socket (S) Pack (qty.) Cat. No.
19 1 1521914
19 1 15219 29
29 1 1522929
35 1 1523529

Hiilse (NS)
Socket (NS)
14/23
29/32
29/32

spherical joint ball

Ubergangsstiicke von Kugel
auf Kegelhtlse, hergestellt aus
DURAN®-Rohr.

Adapters from spherical joint ball
to ground joint socket, made of
DURANE® tubing.

Kugel (S) VPE (Stiick) Art-Nr.
Ball (S) Pack (qty.) Cat. No.
19 1 1531419
29 1 15329 29
35 1 15329 35
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Verbindungsstiicke | Tubing connectors

Schlauch-Oliven Gesamtlinge  AuBen @ VPE Art-Nr.
Tubing connectors, straight (mm) (mm) (Stiick)

. . . Total length Outer dia. Pack Cat. No.
Schlauchverbinder, gerade, mit zwei (mm) (mm) (qty.)
Oliven, hergestellt aus DURAN®-Rohr. 15 8 10 1600008
Tubing connectors, straight, with two 15 9 10 16000 09
glass olives, made of DURAN® tubing.

115 10 10 1600010
115 1 10 1600011

T-Stlicke Gesamtlinge  AuBen @ VPE Art-Nr.
Tubing connectors, T-shape (mm) (mm)  (Stiick)

. L . . Total length Outer dia. Pack Cat. No.
Schlauchverbinder, T-férmig, mit drei (mm) (mm) (qty.)

] o

Oliven, hergestellt aus DURAN®-Rohr. 15 8 1 16005 08
Tubing connectors, T-shape, with 15 10 1 1600510
three glass olives, made of DURAN®
tubing.
Y-Stiicke Gesamtlinge  AuBen @ VPE Art-Nr.
Tubing connectors, Y-shape (mm) (mm)  (Stiick)

. L . . Total length Outer dia. Pack Cat. No.
Schlauchverbinder, Y-férmig, mit drei (mm) (mm) (qty.)
Oliven, hergestellt aus DURAN®-Rohr. 15 8 1 16007 08
Tubing connectors, Y-shape, with 15 10 1 1600710
three glass olives, made of DURAN®
tubing.

Universal-Verbindungsstiick Gesamtlinge  FiirSchlauch  VPE  Art-Nr.

Universal connector (it (i) JEEY

. . R Totallength For Tubinginner Pack Cat. No.
Universal-Schlauchverbinder, fur (mm) dia. (mm) (qty.)
Schlauche unterschiedlicher Durch- 10 6-14 1 16010 00
messer, hergestellt aus DURAN®-
Rohr.

Universal hose connector, for hoses
with different diameters, made of
DURAN® tubing.
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