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Reinigungs- und Gebrauchshinweise für
Glasfilter und Glasfiltergeräte
Erste Reinigung
Vor dem ersten Benutzen sollten Glasfiltergeräte zunächst 
von Staub- und Schmutzpartikeln gereinigt werden. Hierzu 
wird heiße Salzsäure und anschließend in mehreren Schritten 
destilliertes Wasser durch die Filterplatte gesaugt.

Mechanische Reinigung
Glasfiltergeräte sollten sofort nach ihrem Einsatz gereinigt 
werden, um ihre Lebensdauer zu erhöhen. Sind die Poren 
der Filterplatte sauber, genügt es, die Oberfläche mit Wasser 
abzuspritzen und mit einem Pinsel oder einem Gummispatel 
zu reinigen. Sind die Poren verunreinigt, ist eine Reinigung mit 
Wasser oder Spüllösung in umgekehrter Filtrationsrichtung 
nötig. Dabei darf ein Wert von 1 bar nicht überschritten
werden. Anschließendes umgekehrtes Durchblasen von
reiner Luft trocknet und reinigt zusätzlich.

Chemische Reinigung
Sind nach erfolgter mechanischer Reinigung noch Poren 
verschlossen, ist eine sorgfältige chemische Reinigung 
angebracht. Je nach Verunreinigung sind unterschiedliche 
Lösungsmittel zu verwenden. Anschließend ist gründlich mit 
Wasser nachzuspülen.

Trocknung und Sterilisation
Um Spannungen zwischen Filter und Gefäß zu verhindern, 
sind Temperaturschocks zu vermeiden, die zum Bruch des 
Filtergerätes führen können. Die Erwärmung und Abkühlung 
von Glasfiltergeräten sollte deshalb langsam und gleichmäßig 
erfolgen.

Druck-/Vakuumbeständigkeit
Druck- und Vakuumbeständigkeit des Glases können
materialbedingt nicht garantiert werden. Bereits kleinere 
Oberflächenverletzungen des Glases, z.B. Kratzer, führen
zu einem Verlust der Festigkeit.

Temperaturbeständigkeit
Die höchstzulässige kurzzeitige Gebrauchstemperatur
beträgt 500 °C. Abrupte Temperaturveränderungen sind
zu vermeiden. Die Aufheiz- bzw. Abkühlgeschwindigkeiten
für Borosilikatglas 3.3 sind zu beachten, um permanente 
Spannungen im Glas zu vermeiden.

Besonderer Hinweis
Bei Filtration von heißer, konzentrierter Phosphorsäure,
Flusssäure und heißen Laugen ist eine Porenvergrößerung 
unvermeidbar. Diese Mittel greifen die Oberfläche an und sind 
daher als Reinigungsmittel ungeeignet. Außerdem verkürzen 
sie die Lebensdauer von Glasfiltergeräten erheblich.

Porositätsklassen
Glasfilter sind entsprechend ihrer Porenweite in die Porositäts- 
klassen 0 bis 5 eingeteilt. Die nachfolgende Tabelle gibt einen 
Überblick über die Porositätsbereiche sowie ihre Hauptawen-
dungsgebiete, wobei sich die angegebenen Porenweiten 
immer auf die größte Pore der Platte beziehen. Die Porewei-
te kennzeichnet außerdem den Durchmesser der Teilchen, 
die bei der Filtration gerade noch zurückgehalten werden 
können.

Cleaning and usage instructions for glass filter 
discs and glass filter apparatuses
Prime cleaning
Before using a glass filter apparatus for the first time, it 
should be cleaned from all dust and dirt particles. For that 
you use hot hydrochloric acid, followed by several steps of 
distilled water sucked through the filter disc.

Mechanical cleaning
Glass filter instruments should be cleaned immediately after 
use to extend the durability. If the pores of the filter disc 
are clean, it is sufficient to spray the surface with water and 
to clean it with a brush or a rubber wiper. If the pores are 
contaminated, back-flushing with water or rinsing solution is 
absolutely necessary. The pressure applied must not exceed 
1 bar. After that a blowing- through with pure air dries and 
cleans the filter disc additionally.

Chemical cleaning
If there are still clogged pores after a mechanical cleaning, 
a careful chemical cleaning is advisable. Depending on the 
contamination different solutions may have to be used.
Afterwards the filter discs should carefully be rinsed with water.

Drying and sterilization
To prevent tensions between filter and vessel, you have to 
avoid temperature shocks, which can lead to breakages in the 
filter apparatus. Heating and cooling of glass filter instruments 
should be carried out slowly and evenly.

Pressure- and vacuum resistance
Pressure- and vacuum resistance cannot be guaranteed 
because of the material. Even the smallest damage of glass 
surface (like scratches) causes a loss of stability.

Temperature resistance
The maximum short-term operation temperature is 500 °C. 
Sudden temperature changes of glass filter instruments 
should be avoided. It is necessary to care about the
designated heating and cooling rates for borosilicate glass 3.3 
to avoid permanent tension in the glass.

Special notes
An increase in pore size is unavoidable with filtration of 
phosphoric acid, hydrofluoric acid and hot alkaline solutions. 
These solutions attack the glass surfaces and make them 
unsuitable as cleaning agents. Their usage decreases the 
durability of glass filter instruments considerably.

Porosity classes
Glass filters are divided into porosity classes from 0 to 5.
The following table provides an overview of porosity areas 
as well as their main fields of application. The specified pore 
size refers to the respective largest pore of a disc. Pore sizes 
mark also the minimum diameter of particles which can just 
be held back during filtration.
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Porositätsklassen | Porosity classes

Porosität ISO 4793 Nennweite der Poren Anwendungsbeispiele

Porosity ISO 4793 Nominal pore size Examples of application

P 250 160-250 µm Gasverteilung, Filtration gröbster Niederschläge, Gasverteilung in Flüssigkeiten | 
Gas distribution, filtration of coarse deposits, gas distribution in liquids

P 160 100-160 µm Grobfiltration, Gasverteilung in Flüssigkeiten, grobe Gasfilter, Extraktions-Apparate für 
grobkörniges Material, Unterlagen für lose Filterschichten gegen gelatinöse Niederschläge |
Filtration of coarse deposits, gas distribution in liquids, rough gas filtration, extractors 
for coarse materials, mats for filterlayers against gelatinous deposits

P 100 40-100 µm Präparative Feinfiltration, Quecksilberfiltration, präparatives Arbeiten mit kristallinen 
Niederschlägen |
Preparative fine filtration, mercury filtration, preparative operations with crystalline deposits

P 40 16-40 µm Analytische Filtration, präparatives Arbeiten mit feinen Niederschlägen, Filtration in der 
Zellstoffchemie, feine Gasfiltration, Extraktionsapparate für feinkörniges Material |
Analytical filtration, preparative operations with fine deposits, filtration in cellulose
chemistry, refined gas filtration, extraction instruments for fine-grained materials

P 16 10-16 µm Analytische Feinfiltration und Arbeiten mit sehr feinen Niederschlägen, Rückschlag- und 
Sperrventil für Quecksilber | Analytical presicion filtration and operations with very fine de-
posits, as check and stop valve for mercury

P 1,6 1,0-1,6 µm Bakterien-Filtration, Steril-Filtration | Filtration of bacteria, sterile filtration

Einflussfaktoren für Durchflussmenge und Druckabfall
•	 Maß des Filters
•	 Porosität des Filters
•	 Druck-/Saugverhältnisse in der Apparatur
•	 Physikalische Eigenschaften des Mediums

Die Anwendung von Glasfiltergeräten erfordert Kenntnisse 
der Porositätsklassen sowie der Durchflussgeschwindigkeit 
von Flüssigkeiten und Gasen. Mit den grafischen Darstellungen 
auf dieser Seite kann die benötigte Ausführung ermittelt
werden (die Werte gelten für Platten mit einem Durchmesser 
von 30 mm und durchschnittlichen Eigenschaften in Bezug 
auf die tatsächlich genutzte Filterfläche sowie die Platten-
dicke und die mittlere Porengröße. Die Durchflussmenge 
anderer Plattengrößen wird durch Multiplikation des abgele-
senen Werts mit dem angegebenen Umrechnungsfaktor
ermittelt.

Influencing factors for flow rates and pressure drop
•	 Filter size
•	 Filter porosity
•	 Pressure/vacuum properties of the apparatus
•	 Physical properties of sample

To choose the proper apparatus for the intended work, it is 
necessary to know the flow rates of liquids and gases.
Please use the diagrams on the next page which show data 
for water and air. The data apply to filter discs of 30 mm
diameter with average properties and usually effective filter 
area and thickness, as well as pore sizes. The flow rates for 
other diameters can easily be calculated by multiplying this 
data by the conversion factor.

Luftdurchfluss in Relation zur Druckdifferenz
(Filterplatte Ø 30 mm)
Air flow rate related to pressure difference
(filter plate dia. 30 mm)

Wasserdurchfluss in Relation zur Druckdifferenz
(Filterplatte Ø 30 mm)
Water flow rate related to pressure difference
(filter plate dia. 30 mm)

Umrechnungsfaktoren der Durchflussmengen | Conversion factors of flow rates
Filterplattendurchmesser (mm) |
Filter disc diameter (mm)

10 | 10 20 | 20 30 | 30 40 | 40 50 | 50 60 | 60 90 | 90 120 | 120 175 | 175

Umrechnungsfaktoren | Conversion factors 0,13 | 0.13 0,55 | 0.55 1,00 | 1.00 1,50 | 1.50 2,50 | 2.50 4,30 | 4.30 6,80 | 6.80 9,70 | 9.70 15,00| 15.00
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Bechergläser, Erlenmeyerkolben, Rundkolben und Reagenz-
gläser sowie Aufbauten aus Kolben, Kühlwendeln, Destillier-
brücken und anderen Glasbauteilen prägen das klassische 
Bild des chemischen Labors. Der Werkstoff Glas hat eine 
lange Tradition im Labor und wurde ständig weiterentwickelt, 
um die hohen Anforderungen des chemischen Labors optimal 
zu erfüllen:
•	 Ausgezeichnete chemische Resistenz
•	 Minimale Ionenabgabe
•	 Höchste Form- und damit Volumenstabilität
•	 Unempfindlichkeit gegen Erhitzung und Temperaturwechsel
•	 Transparenz

Was ist Glas?
Glas ist eine amorphe Substanz. Glas wird normalerweise 
durch Schmelzen erzeugt, es kann aber auch durch die Er-
wärmung von Sol-Gel und durch Stoßwellen gebildet werden.
Thermodynamisch wird Glas als gefrorene, unterkühlte Flüs-
sigkeit bezeichnet. Diese Definition gilt für alle Substanzen, 
die geschmolzen und entsprechend schnell abgekühlt wer-
den. Das bedeutet, dass sich bei der Erstarrung der Schmelze 
zum Glas zwar Kristallkeime bilden, für den Kristallisations-
prozess aber nicht genügend Zeit verbleibt. Das erstarrende 
Glas wird zu schnell fest, um noch eine Kristallbildung zu 
erlauben. Der Übergangsbereich zwischen Glasschmelze und 
Feststoff liegt bei vielen Glasarten um die 600 °C. Obwohl 
Glas keinen definierten Schmelzpunkt hat, ist Glas ein Fest-
körper. Auch wenn es sich unter langzeitiger Krafteinwirkung 
verformt, dürfte man es nicht als flüssig bezeichnen. Die 
langsame Verformung unter einer konstanten Kraft bezeich-
net man auch als Kriechen.

DURAN®-Glas
Sehr gute chemische Resistenz, nahezu inertes Verhalten, 
eine hohe Gebrauchstemperatur, minimale Wärmeausdeh-
nung sowie die hierdurch bedingte hohe Temperaturwechsel-
beständigkeit zählen zu den herausragenden Eigenschaften 
von DURAN®-Glas. Durch dieses optimale physikalische 
und chemische Verhalten ist DURAN®-Glas für den Einsatz 
im Laborbereich sowie für große Anlagen im chemischen 
Apparatebau hervorragend geeignet. Darüber hinaus gilt es 
als technisches Universalglas in allen Anwendungsbereichen, 
in denen extreme Hitzebeständigkeit, Temperaturwechselbe-
ständigkeit, mechanische Festigkeit sowie außergewöhnliche 
chemische Resistenz gefordert werden. Die Eigenschaften 
von DURAN® entsprechen den Vorgaben der DIN ISO 3585. 
Gegenüber anderen Borosilikat-Gläsern zeichnet sich DURAN® 
durch eine sehr konstante, technisch reproduzierbare Quali-
tät aus.

Chemische Zusammensetzung von DURAN®

SiO2		 81 Gew.-%
B2O3	 13 Gew.-%
Na2O/K2O	 4 Gew.-%
Al2O3	 2 Gew.-%

Beakers, Erlenmeyer flasks, round bottom flasks and test
tubes, assemblies of flasks, coolers, distillation links and 
other well known glass components characterise the image
of the chemical laboratory. Glass has a long tradition in
laboratories and was continuously improved to fulfill the
growing demands of chemical laboratories:
•	 Excellent chemical resistance
•	 Minimum ion transfer
•	 Maximum constancy of shape and volume
•	 Heat resistance and temperature shock resistance
•	 Transparency

What is glass?
Glass is an amorphous substance. Glass is normally produced 
by melting, but it can also be formed by heating sol-gel and 
by shock waves. Thermodynamically, glass is described as
a frozen, supercooled liquid. This definition applies to all
substances that are melted and cooled quickly. This means 
that during the solidification of the melt into glass, there is 
not enough time for the crystallisation process to take place. 
The solidifying glass becomes solid too quickly to allow
crystallisation. The transition range between molten glass 
and solid is around 600 °C for many types of glass. Although 
glass does not have a defined melting point, it is a solid. 
Even if it is deformed under long-term force, it should not be 
described as liquid. The slow deformation under a constant 
force is also known as creep.

DURAN® glass
Very high chemical resistance, nearly inert behaviour, a high 
usage temperature, minimal thermal expansion and the
resultant high resistance to thermal shock are the most
significant properties of DURAN® glass. This optimal physical
and chemical performance makes DURAN® the ideal material 
for use in the laboratory and for the manufacture of chemical 
apparatuses used in large scale industrial plants. It is also 
widely used on an industrial scale in all other application 
areas in which extreme heat resistance, resistance to thermal 
shock, mechanical strength and exceptional chemical
resistance are required. DURAN® properties are specified in 
DIN ISO 3585. In contrast to other borosilicate glasses,
DURAN® is notable for its highly consistent, technically
reproducible quality.

Chemical composition of DURAN®

SiO2		 81 % by weight
B2O3	 13 % by weight
Na2O/K2O	 4 % by weight
Al2O3	 2 % by weight
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DURAN®-Glas ist gegen Wasser, neutrale und saure Salz-
lösungen, starke Säuren und deren Mischungen, Chlor, Brom, 
Jod und organische Substanzen und auch gegen Halogene 
wie z.B. Chlor oder Brom sehr beständig. Auch gegen Laugen 
ist seine Beständigkeit gut. Lediglich Flusssäure, fluorid-
haltige Lösungen, hoch erhitzte Phosphorsäure und stark 
alkalische Lösungen greifen mit steigender Konzentration 
und Temperatur zunehmend die Glasoberfläche an. Durch 
das nahezu inerte Verhalten gibt es keine Wechselwirkungen 
(z.B. Ionenaustausch) zwischen 
Medium und Glas, und ein stören-
der Einfluss auf die Experimente ist 
praktisch ausgeschlossen.

Hydrolytische Beständigkeit
Die hydrolytische Beständigkeit 
wird in zwei Verfahren, bei 98 °C 
und bei 121 °C bestimmt:
1. Nach DIN ISO 719 ist DURAN® 
der höchsten Wasserbeständig-
keitsklasse 1 (von fünf Klassen) 
zugeordnet. Es wird die Menge 
Na2O/g Glasgries gemessen, die 
sich nach einer Stunde in Wasser 
bei 98 °C herauslöst. Bei DURAN® 
beträgt diese Menge weniger als
3 µg/g Glasgries.
2. Auch nach DIN ISO 720 ent-
spricht DURAN® der Klasse 1 (von drei Klassen). Hier beträgt 
die nach einer Stunde bei 121 °C herausgelöste Menge Na2O 
weniger als 62 µg/g Glasgries. Aufgrund der guten hydroly-
tischen Beständigkeit entspricht DURAN® den Richtlinien der 
USP, EP und JP und ist ein Neutralglas bzw. entspricht Glas-
typ I. Daher kann es nahezu unein-
geschränkt in pharmazeutischen 
Anwendungen und in Kontakt mit 
Lebensmitteln eingesetzt werden.

Säurebeständigkeit
Die Säurebeständigkeit kann in 
zwei Verfahren bestimmt werden:
1.	Nach DIN ISO 12116 entspricht 
DURAN® der Säurebeständigkeits-
klasse I (von vier Klassen). Hierbei 
wird an feuerblanken Glasoberflä-
chen der Säureabtrag als zeit-
abhängiger Gewichtsverlust unter 
Einwirkung von 18 %iger Salzsäure 
gemessen. Nach dreistündigem 
Kochen liegt dieser bei DURAN® 
bei nur 0,3 mg/dm2.
2.	Nach DIN ISO 1776 wird die 
angegriffene Schichtdicke des 
Glases in Abhängigkeit von der Art 
der Säure und ihrer Konzentration 
geprüft. Die Ergebnisse für vier 
Säuren sind in nebenstehender 
Grafik dargestellt. Der größte
Angriff findet bei Säuren mit einer 
Konzentration von 4-7 n statt. Bei 
höheren Konzentrationen nimmt 
die Reaktionsgeschwindigkeit 
deutlich ab, so dass die angegrif-
fenen Schichtdicken auch nach 
Jahren nur im Bereich einiger µm 
liegen. Bei den typischen Wand-
dicken der Laborglasgeräte spielt 
dieser Säureangriff keine nennens-
werte Rolle.

DURAN® glass is highly resistant to water, acids, saline
solutions, organic substances and also halogens such as 
chlorine and bromine. The resistance to alkali is also
relatively good. Only hydrofluoric acid, concentrated
phosphoric acid and strong alkalis cause appreciable
surface removal of the glass (glass corrosion) at elevated
temperatures. Due to the nearly inert behaviour, there are no 
interactions (e.g. ion exchange) between medium and glass 
and any spurious influence on experiments is thereby

effectively excluded.

Hydrolytic resistance
The resistance is determined with 
two methods, at 98 °C and at 121 °C:
1. Acc. to DIN ISO 719 DURAN® 
corresponds to hydrolytic resistance 
class 1 (of five classes). The 
amount of Na2O/g glass grain 
leached out after one hour in water 
at 98 °C is measured. For DURAN® 
the quantity of Na2O leached out is 
less than 3 µg/g of glass grain.
2. DURAN® also corresponds to 
hydrolytic resistance class 1 acc. to 
DIN ISO 720 (of three classes). The 
quantity of Na2O leached out after 
one hour in water at 121 °C is less 
than 62 µg/g of glass grain. Due 

to its good hydrolytic resistance DURAN® meets the require-
ments of the USP, JP and EP for a neutral glass according to 
glass type 1. Therefore it can be used in an almost unrestricted 
way in pharmaceutical applications and in contact with 
foodstuffs.

Acid resistance
Acid resistance can be determined 
by two methods:
1. In accordance with DIN ISO 
12116 DURAN® corresponds to 
class 1 (of four classes). The 
acid removal is measured at fire 
finished glass surfaces, as a time 
dependent weight loss under the 
exposure of 18 % hydrochloric acid. 
After a boiling period of three hours 
this removal is only 0,3 mg/dm2.
2. In accordance with DIN ISO 1776 
the attacked layer thickness of the 
glass is examined in dependancy 
of the type of acid and its concen-
tration. The results for four acids 
are shown in the diagram beside. 
The maximum attack occurs at 
acid ranges of 4-7 n. At higher 
concentrations, the reaction rate 
decreases significantly, so that
the layer thicknesses which are 
attacked are only in the range of 
a few thousand µm after years. 
Thus, the mechanisms of acid 
attack are not relevant for the wall 
thicknesses of laboratory glasses 
used in practice.

Technische Hinweise & Anhang | Technical Information & Appendix
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Laugenbeständigkeit
DURAN® entspricht der Klasse 2 der 
nach DIN ISO 695 in drei Laugen-
klassen eingeteilten Gläser. Der 
Oberflächenabtrag nach dreistün- 
digem Kochen in einer Mischung  
aus gleichen Volumenanteilen Na- 
triumhydroxidlösung (Konzentration  
1 mol/l) und Natriumcarbonatlösung  
(Konzentration 0,5 mol/l) beträgt  
nur ca. 134 mg/100 cm². Der Lau- 
genabtrag verhält sich direkt pro- 
portional zur Zeit. Er setzt jedoch 
erst bei Temperaturen über 60 °C 
spürbar ein. Bei niedrigeren Tempe- 
raturen ist auch über Jahre hinweg  
die Wanddickenverringerung kaum  
merkbar. Langzeitversuche bei 50 °C 
mit einer DURAN®-Rohrleitung, die 
ständig von einer NaOH-Lösung mit 
1 mol/l Konzentration durchströmt 
wird, ergeben erst nach 25 Jahren 
einen Glasabtrag von 1 mm.

Temperaturbeständigkeit beim 
Erhitzen und bei Temperatur-
wechseln 
Die höchstzulässige kurzfristige 
Dauergebrauchstemperatur von 
DURAN beträgt 500 °C, die em- 
pfohlene Dauergebrauchstempe-
ratur von DURAN® beträgt 350 °C. 
Kurzzeitig kann diese überschritten 
werden. Ab 560 °C wird DURAN® 
weich und ab einer Temperatur 
von 820°C geht es in den flüssigen 
Zustand über. DURAN® zeichnet sich aufgrund eines sehr 
kleinen Längenausdehnungskoeffizienten (a = 3,3 x 10-6 K-1) 
durch hohe Temperaturwechselbeständigkeit (bis LiT = 100 K) 
aus. Das bedeutet, dass sich das Glas bei einer Temperatur-
änderung von 1 K um den Faktor 3,3 x 10-6 ausdehnt. Die 
Temperaturwechselbeständigkeit ist abhängig von der Wand-
stärke und der Geometrie der Produkte.

Temperaturbeständigkeit beim Einfrieren
DURAN® kann bis zur maximal möglichen negativen Tempera-
tur abgekühlt werden und eignet sich auch bei Verwendung 
in flüssigem Stickstoff (ca. -196 °C). Während des Einfrierens 
ist jedoch auch auf die Ausdehnung des Inhalts zu achten. 
Allgemein wird für DURAN®-Produkte der Einsatz bis -70 °C 
empfohlen. Dabei sind neben der Geometrie der Produkte 
auch die Eigenschaften der verwendeten Zusatzkomponenten 
zu beachten. Beim Abkühlen und Auftauen muss darauf
geachtet werden, dass der Temperaturunterschied nicht 
größer als 100 K ist. In der Praxis empfiehlt sich deshalb ein 
stufenartiges Abkühlen und Erhitzen.

Einsatz in der Mikrowelle
DURAN®-Laborgläser sind für den Einsatz in Mikrowellen
geeignet.

Alkali resistance
In accordance with DIN ISO 695 
DURAN® corresponds to alkali 
resistance class 2 (of three classes). 
The surface erosion after three 
hours boiling in a mixture of equal 
volume fractions of sodium hydroxide 
solution (concentration 1 mol/l) and 
sodium carbonate solution
(concentration 0,5 mol/l) is only
134 mg/100 cm2. The surface 
removal through alkali ist directly 
proportional to time. A visible 
attack on the glass surface takes 
place only at temperatures above 
60 °C, at lower temperatures the 
reaction rates are so low that hardly 
any reduction of the wall thickness 
takes place over a period of years. 
Long-term tests have shown that 
the use of NaOH with a concentra-
tion of 1 mol/l at an operating
temperature of 50 °C produces 
a glass surface removal of 1 mm 
after 25 years in a continuous flow 
through a DURAN® glass pipeline.

Temperature resistance when 
heated and thermal shock
resistance
The maximum short-term opera-
ting temperature of DURAN® is 500 
°C, the recommended permissible 
temperature of DURAN® is 350 °C. 
This temperature may be exceeded 
for a short period. Above a tem-

perature of 560 °C DURAN® begins to soften and at 820 °C 
it changes to the liquid state. As it has a very low coefficient 
of linear expansion (a = 3.3 x 10-6 K-1), a feature of DURAN® 
is its high thermal shock resistance (up to LiT = 100 K). For a 
temperature change of 1 K, the glass changes by only 3.3 x 
10-6 relative length units, resulting in low levels of mechanical 
strain where a thermal gradient exists. The thermal shock 
resistance is depending on the wall thickness and geometry 
of the products.

Temperature resistance at low temperatures
DURAN® can be cooled down to the max. possible negative 
temperature and is therefore suitable for use with liquid 
nitrogen (approx. -196 °C). During such freezing you have to 
observe the expansion of the content. In general DURAN®

products are recommended for use down to -70 °C. Besides 
the geometry of the products you also have to pay attention 
to the property of the used components. During cooling and 
thawing ensure that the temperature difference does not 
exceed 100 K. In practice, stepwise cooling and heating are 
recommended.

Use in the microwave
DURAN® laboratory glassware is suitable for use in microwaves.

Physikalische Eigenschaften von gebräuchlichen technischen Glassorten | Physical properties of common technical glasses

Bezeichnung Linearer Ausdehungskoeffizient a (20 °C / 300 °C) Transformationstemperatur (°C) Dichte (g/cm³)

Description Linear expansion coefficient a (20 °C / 300 °C) Transformation temperature (°C) Density (g/cm³)
DURAN® | DURAN® 3,3 | 3.3 525 | 525 2,23 | 2.23

Kalk-Soda-Glas | Soda lime glass 9,1 | 9.1 525 | 525 2,5 | 2.5
SBW | SBW 6,5 | 6.5 555 | 555 2,45 | 2.45
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Optische
Eigenschaften 
DURAN® ist klar und 
farblos. Im Spektral-
bereich zwischen 310 
und 2200 nm ist die 
Absorption von 
DURAN® vernach-
lässigbar gering. 
Größere Schichtdi-
cken (axiale Durch-
sicht bei Rohren) 
erscheinen meist 
leicht gelb/grünlich. 
Für lichtempfindliche 
Substanzen werden 
DURAN®-Oberflächen 
mit brauner Diffusions- 
farbe eingefärbt. 
Dabei ergibt sich eine hohe Absorption kurzwelligen Lichts. 
Die Absorbtionskante liegt bei ca. 500 nm. Bei fotochemi-
schen Verfahren ist die Lichtdurchlässigkeit von DURAN® im 
ultravioletten Bereich von besonderer Bedeutung. Am Trans-
missionsgrad im UV-Bereich ist erkennbar, dass sich fotoche-
mische Reaktionen durchführen lassen, z.B. Chlorierungen und 
Sulfochlorierungen. Das Chlormolekül absorbiert im Bereich 
von 280 bis 400 nm und dient somit als Überträger der Strah-
lungsenergie.

Braunfärbung von DURAN®-Glas
Die Braunfärbung ermöglicht die Lagerung von lichtempfind-
lichen Substanzen in DURAN®-Laborgläsern. Um die Artikel 
einzufärben, wird eine spezielle Farbträger-Diffusionsfarbe 
ausschließlich auf die Außenseite des Glasartikels aufgebracht. 
Die Beschichtung wird anschließend eingebrannt und ist 
deshalb resistent gegen Chemikalien und die Reinigung in 
der Spülmaschine. Die DURAN®-Eigenschaften im Innern der 
Flasche bleiben erhalten, und eine Wechselwirkung zwischen 
Farbe und Inhalt ist ausgeschlossen.

Konformität mit Normen und Richtlinien
Neben der internationalen Norm DIN ISO 3585, in der die 
Eigenschaften des Borosilikatglases 3.3 festgelegt sind, 
entsprechen DURAN®-Laborgläser den Normen für Labor-
glasgeräte aus Glas. Auf den jeweiligen Produktseiten dieses 
Katalogs ist die jeweilige DIN-ISO-Norm angegeben. DURAN® 
ist ein Neutralglas hoher hydrolytischer Beständigkeit und 
gehört deshalb zur Glasart I nach dem Europäischen Arznei-
buch (EP, Kap. 3.2.1), dem Japanischen Arzneibuch (JP, Kap. 
7.01), der United States Pharmacopeia (USP, Section: 660) 
und National Formulary.

Reinigung von Laborgeräten aus Glas
Laborgeräte aus DURAN®-Glas können manuell im Tauchbad 
oder maschinell in der Laborspülmaschine gereinigt werden. 
Da eine Verunreinigung der Laborgläser während des Trans- 
portes zum Kunden nie ganz auszuschließen ist, sollten Labor- 
glasartikel vor der ersten Benutzung gereinigt werden. Um 
die Laborgeräte zu schonen, sollten sie unmittelbar nach dem 
Gebrauch bei niedriger Temperatur, kurzer Verweildauer und 
geringer Alkalität gereinigt werden. Laborglasgeräte, die mit 
infektiösen Substanzen oder mit Mikroorganismen in Berüh- 
rung gekommen sind, müssen entsprechend den gültigen 
Richtlinien behandelt werden. In Abhängigkeit von der Subs-
tanz kann ein Autoklavieren (Abtöten von Mikroorganismen) 
vor der Reinigung erforderlich sein.

Optical properties
DURAN® is transpa-
rent and colourless. 
In the spectral range 
from about 310 to 
2200 nm the absorp-
tion of DURAN® is 
negligibly low. Fairly 
large layer thick-
nesses (axial view 
through pipes) appear 
slightly yellow/gree-
nish. Amber-coloured 
DURAN® products 
are suited to use with 
light-sensitive sub-
stances. This results 
in strong absorption 
in the short-wave 

region up to approx. 500 nm. In photochemical processes 
the light transmission of DURAN® in the ultraviolet range is 
of particular importance. The degree of light transmission of 
DURAN® in the ultraviolet range indicates that photochemical 
reactions can be carried out, for example chlorination and 
sulfochlorination. The chlorine molecule absorbs light in the 
range from 280 to 400 nm and thus serves as a transmitter of 
the radiation energy.

Amber colouring of DURAN® laboratory glassware
Amber colouring enables storage of light sensitive substances 
in DURAN® products. To colour DURAN® glassware, it is sprayed 
using an innovative process with a special medium-diffusion 
ink solely on the outside of the clear glass. On cooling, the 
ambering is very uniform, resistant to chemicals and cleaning 
in a dishwasher. The proven DURAN® properties within the 
bottle remain unaffected; there is no contact or interaction 
between contents and amber coating.

Conformity with standards and guidelines
Besides the international standard DIN ISO 3585, in which 
the properties of borosilicate glass 3.3 are defined, DURAN® 
laboratory glassware corresponds to the current standards 
for glass laboratory apparatuses. The relevant DIN/ ISO 
standards are given on the product pages of this catalogue. 
DURAN® is a neutral glass of high hydrolytic resistance and 
thus belongs to glass type I in accordance with the European 
pharmacopeia (EP, chapter 3.2.1), the Japanese pharmacopeia 
(JP, chapter 7.01) and the United States pharmacopeia
(USP, section: 660) and National Formulary.

Cleaning of laboratory glassware
Laboratory glass apparatuses can be washed by hand in a 
soaking bath or by machine in a lab washer. As contamination 
during the delivery of the laboratory glassware cannot be 
totally ruled out, we recommend washing laboratory glassware 
before it is used for the first time. To care properly for laboratory 
glassware, it should be washed at low temperature, on a 
short cycle and with low alkalinity immediately after use. 
Laboratory apparatuses that have come into contact with 
infectious substances or microorganisms should be treated 
in accordance with the current guidelines. Dependent on the 
substance, autoclaving (e.g. to kill microorganisms) may be 
necessary prior to cleaning.
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1.	Manuelle Reinigung
Im Wisch- und Scheuerverfahren mit Lappen oder Schwamm 
und Reinigungslösung sind abrasive Scheuermittel zu vermei- 
den, da diese die Glasoberfläche verletzen. Eine Oberflächen- 
verletzung kann die Glaseigenschaften beeinträchtigen und 
die weitere Verwendung der Produkte einschränken. Im 
Tauchbad können Laborgläser mit den üblichen Laborreini-
gungslösungen gereinigt werden. In der Regel sind Raum-
temperatur und 20 bis 30 Minuten Einwirkzeit ausreichend. 
Abschließend wird das Glas mit Leitungswasser und dann 
mit destilliertem Wasser gespült. Nur bei hartnäckigen
Verschmutzungen sollte die Temperatur erhöht und die
Einwirkzeit verlängert werden. Bei Laborgläsern sind längere 
Einwirkzeiten bei über 70 °C in stark alkalischen Medien zu 
vermeiden, da dies zur Schädigung der Bedruckung führen 
kann. Starke mechanische Belastungen bei der Reinigung 
sind ebenfalls zu vermeiden.

2.	 Maschinelle Reinigung
Die Reinigungsprogramme der Laborspülmaschinen sind 
schonender als das Tauchbad, denn nur während der Spül-
phasen kommen die Instrumente mit der Reinigungslösung in 
Kontakt. Glasoberfläche und Beschriftung werden dadurch 
geschont. Anwendbar sind die üblichen maschinellen Reini-
gungslösungen.

3. Desinfektion von Laborgeräten aus Glas
Laborgeräte aus Glas können desinfiziert werden. Bei manu-
eller Reinigung wird dies mit Desinfektionsreinigern erreicht. 
Bei maschineller Reinigung sind physikalisch-thermische 
Verfahren (10 Minuten Haltezeit bei 93 °C lt. BGA) oder 
chemothermische Verfahren anwendbar. Sofern erforderlich, 
können die Laborgeräte danach dampfsterilisiert werden.

4. Dampfsterilisation von Laborgeräten aus Glas
Nach DIN 58900, Teil 1, 1986 und DIN 58946, Teil 1/2, 1987 
versteht man darunter „das Abtöten bzw. das irreversible
Inaktivieren aller vermehrungsfähigen Mikroorganismen“ 
unter Einwirkung von „gesättigtem Wasserdampf von mindes-
tens 120 °C und 2 bar“. Als Mindesteinwirkzeit (Abtötungszeit 
+ Sicherheitszuschlag) werden te = 20 Minuten bei 121 °C 
genannt. Die erhöhte Dampftemperatur von 121 °C ist nur 
bei erhöhtem Druck von 2 bar zu erreichen. Gefäße dürfen 
nur mit geöffnetem Verschluss dampfsterilisiert werden, um 
einen zusätzlichen Druckaufbau und ein damit verbundenes 
Bersten zu vermeiden.

Hinweise zur Sterilisation
•	 Verschmutzte Laborgeräte müssen vor der Dampfsterilisation 
	 gründlich gereinigt werden.
•	 Schmutzreste backen während des Dampfsterilisierens 
	 an und schließen Mikroorganismen ein, so dass diese in der 
	 Schmutzmatrix geschützt werden und nicht wirksam
	 abgetötet werden können. Chemikalien, die in der Schmutz- 
	 matrix eingebettet sind, können aufgrund der hohen Sterili- 
	 sationstemperatur die Glasoberfläche schädigen.
•	 Behälter sind während der Dampfsterilisation zu öffnen, um 
	 Überdruck zu vermeiden.
•	 Eine wirksame Sterilisation wird nur dann erreicht, wenn der 
	 Dampf gesättigt ist und ungehindert an alle kontaminierten  
	 Stellen gelangen kann.

1.	Manual cleaning
The generally recognized method is to wipe and rub the glass 
with a cloth or sponge soaked in cleaning solution. Abrasive 
cleaners and abrasive sponges should not be used on labora-
tory glassware as these can damage the surface of the glass. 
Surface damage can affect the glass properties and limit further 
use of the product. In a soaking bath the laboratory glass 
should generally be left in the cleaning solution for 20 to 30 
minutes at room temperature, then rinsed with tap water 
followed by distilled water. Only in case of persistent soiling
a prolonged soaking time and higher temperature should be 
used. Laboratory glassware should not be soaked for long 
periods in strongly alkaline media at more than 70 °C since 
this can have an adverse effect on the ceramic printing and 
may cause glass corrosion. Also strong mechanical stress 
should be avoided.

2. Machine cleaning
The machine-based cleaning of laboratory glassware in 
laboratory dishwashers is a milder treatment than cleaning 
in a dipping bath, since the glass comes only in contact with 
cleaning solutions during a relatively short period of time. 
This conserves glass surfaces and ceramic prints. Use the 
customary cleaning solutions for laboratory dishwashers.

3.	 Disinfection of laboratory glassware
Laboratory glass instruments can be disinfected. With manual 
cleaning use a disinfectant cleaning solution. With machine 
cleaning use physical thermal pro- cesses (10 minutes residence 
time at 93 °C according to BGA) or chemo-thermal processes. 
After that laboratory instruments can be autoclaved.

4. Autoclaving of laboratory glass
According to DIN 58900, part 1 and DIN 58946, part 1/2, 1987, 
hot air sterilisation is the „killing resp. irreversible diasabling 
of all augmentable microorganisms“ under the influence of 
„saturated steam of at least 120 °C and 2 bar“. As minimum 
residence time (time to kill + excess time) is considered te = 
20 minutes at 121 °C. A raised vapour temperature of 121 °C is 
only possible with a raised pressure of 2 bars. Vessels must 
only be hot air sterilised with open closures, to avoid additional 
pressure build-up resulting in breakage.

Notes concerning sterilisation
•	 Contaminated laboratory instruments must be cleaned 
	 before sterilisation.
•	 Dirt particles bake and enclose microorganisms, so that 
	 they are protected by the dirt particles and cannot be 
	 effectively killed. Chemicals embedded in dirt particles can 
	 attack the surface because of the high temperatures during 
	 the sterilisation process.
•	 To avoid overpressure, the vessels should be always kept 
	 open.
•	 Effective sterilisation is only possible with saturated vapour 
	 which can reach unhindered any part of the contaminated
	 vessel.

Informationen zu DURAN® | Information about DURAN®
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Wichtige Sicherheitshinweise für den Anwender
•	 Vor Verwendung von DURAN®-Glasartikeln sollten diese auf  
	 Eignung überprüft werden.
•	 Defektes Laborglas stellt eine nicht zu unterschätzende 
	 Gefahrenquelle dar (z.B. Schnittverletzungen, Verätzungen, 
	 Infektionsrisiko). Ist eine fachgerechte Reparatur wirtschaft- 
	 lich nicht sinnvoll oder nicht möglich, muss das Laborglas 
	 ordnungsgemäß entsorgt werden.
•	 Eine Reparatur sollte nur von Fachleuten vorgenommen 
	 werden, um eine weitere sichere Verwendung zu gewähr-
	 leisten.
•	 Glasgeräte nur unter Berücksichtigung der Temperatur-
	 wechselbeständigkeit T = 100 K abrupten Temperatur-
	 änderungen aussetzen.
•	 Apparaturen durch geeignetes Stativmaterial standsicher 
	 und spannungsfrei aufbauen.
•	 Glasgeräte, die unter Druck oder Vakuum stehen, müssen 
	 vorsichtig berührt werden, um Oberflächenbeschädigungen 
	 zu vermeiden.
•	 Um Spannungen im Glas zu vermeiden, dürfen evakuierte 
	 bzw. druckbelastete Glasgefäße nicht einseitig oder mit 
	 offener Flamme erhitzt werden.
•	 Vor jeder Evakuierung bzw. jeder Druckbelastung sind die 
	 Glasgefäße einer Sichtkontrolle auf einwandfreien Zustand 
	 zu unterziehen.
•	 Glasgeräte nie abrupten Druckänderungen aussetzen,
	 z.B. evakuierte Glasgeräte nie schlagartig belüften.

Entsorgung
DURAN®-Laborglas auf keinen Fall zur Entsorgung in die 
normale Altglassammlung geben, da es aufgrund seines 
hohen Schmelzpunktes Probleme beim Einschmelzen mit den 
anderen Recyclingscherben (Kalk-Soda-Glas) verursacht. Der 
Anwender hat Sorge zu tragen, dass das Glas rückstandsfrei 
über den Hausmüll oder abhängig von möglicher Kontamina-
tion ordnungsgemäß entsprechend der gültigen Richtlinien 
entsorgt wird.

Important safety tips for users
•	 For safety reasons, before DURAN® laboratory glassware is 
	 used, it should be checked to ensure that it is suitable for 
	 the intended purpose.
•	 Defective laboratory glassware represents a risk (e.g. risk 
	 of cuts, burns, infection) that should not be underestimated. 
	 If appropriate repairs cannot be carried out or cannot be 
	 justified for economic reasons, it must be disposed of in the 
	 proper manner.
•	 Repairs must only be carried out by skilled competent 
	 glassworkers. Poorly repaired glassware can fail without 
	 warning and represents a significant hazard.
•	 Subject DURAN® glassware to sudden temperature changes  
	 only within the recommended limit for thermal shock
	 resistance (T = 100 K).
•	 Apparatuses have to be assembled stable and stressless.
•	 Pressurized or evacuated glass apparatus must never be  
	 touched to avoid surface damage.
•	 To avoid tensions in the glass, heat up evacuated or
	 pressurized glassware evenly and never in an open flame.
•	 Previous to evacuating or pressurizing glass instruments, a 
	 visual check is required to secure proper conditions.
•	 Glassware must never be subjected to sudden pressure  
	 changes, like sudden venting.

Disposal
DURAN® laboratory glass should under no circumstances be 
disposed of in the domestic glass recycling system. Because 
of its high melting point and different chemistry, DURAN® is 
not compatible for the recycling with other glass types (soda-
lime glass). The correct way to dispose of it, is in principle, 
to include it with general household waste (residual waste) 
in accordance with the relevant guidelines, provided that the 
glass is quite free of any harmful contamination.

Technische Hinweise & Anhang | Technical Information & Appendix

Informationen zu DURAN® | Information about DURAN®



10

AGB | Terms and Conditions

Technische Hinweise & Anhang | Technical Information & Appendix

9

1. Allgemeines
1.1 Diese Allgemeinen Geschäftsbedingungen gelten nur im Geschäftsverkehr mit 
Unternehmern.
1.2 Für den Vertrag mit unseren Kunden gelten diese Bedingungen; andere Be-
dingungen werden nicht Vertragsinhalt, auch wenn wir ihnen nicht ausdrücklich 
widersprechen. Auf Nebenabreden vor und bei Vertragsschluss kann sich der 
Kunde nur bei unverzüglicher Bestätigung in Textform berufen. Unsere Allgemeinen 
Geschäftsbedingungen gelten auch für alle künftigen Geschäftsbeziehungen, auch 
wenn sie nicht nochmals ausdrücklich vereinbart werden.
1.3 Unsere Angebote sind freibleibend; technische Verbesserungen unserer Erzeug-
nisse bleiben vorbehalten. Wir können die für die Vertragsabwicklung wichtigen 
Daten auf EDV bearbeiten und speichern.
1.4 Aufrechnung oder Zurückbehaltung durch den Kunden sind nur mit unstreitigen 
oder rechtskräftig festgestellten Gegenforderungen zulässig.
1.5 Erfüllungsort ist unser Werk in Wertheim. Gerichtsstand ist nach unserer Wahl 
Wertheim/Mosbach oder das für den Sitz des Kunden zuständige Gericht. Anwend-
bar ist das deutsche Recht unter Ausschluss des UN-Kaufrechts (CISG).

2. Kostenvoranschlag/Vorarbeiten
2.1 Wünscht der Kunde eine verbindliche Preisangabe, so bedarf es eines Kosten-
voranschlags in Textform; in diesem sind die Arbeiten und die zur Herstellung des 
Werkes erforderlichen Materialien im Einzelnen aufzuführen und mit dem jeweili-
gen Preis zu versehen. Wir sind an diesen Kostenvoranschlag bis zum Ablauf von 4 
Wochen nach seiner Abgabe gebunden.
2.2 Vorarbeiten wie die Erstellung von Projektierungsunterlagen, Plänen und 
Zeichnungen, die vom Kunden angefordert werden, sind aufgrund Vereinbarung 
vergütungspflichtig.

3. Gefahr, Lieferung/Abnahme, Verpackung
3.1 Die Gefahr geht auf den Kunden über, wenn die Lieferware unser Werk verlässt, 
auch wenn wir den Versand übernehmen.
3.2 Bei Abrufaufträgen hat der Kunde die Gesamtmenge binnen 6 Monaten nach 
Vertragsschluss abzunehmen. Befindet sich der Kunde im Annahmeverzug oder hat 
er sonst eine Verzögerung der Absendung zu vertreten, können wir die Produkte 
auf Gefahr und Kosten des Kunden lagern. Nach Setzung und fruchtlosem Ablauf 
einer Nachfrist zur Abnahme der Produkte können wir vom Vertrag zurücktreten und 
Schadensersatz statt der Leistung verlangen. Weitere Rechte bleiben unberührt.
3.3 Verpackungen nehmen wir nicht zurück. Ihre Entsorgung übernimmt der Kunde.
3.4 Lieferung erfolgt grundsätzlich in Verpackungseinheiten (VE) gem. der gültigen 
Preisliste. Bei Lieferung innerhalb von 5 Arbeitstagen oder Auftragswerten bis zu 
500,00 € gilt unsere Rechnung zugleich als Auftragsbestätigung. Wir sind zu Teil-
lieferungen berechtigt.

4. Lieferfristen, Verzug, Verspätungsschäden
4.1 Liefertermine und Fristen sind nur verbindlich, wenn sie mit dem Kunden 
vereinbart oder von uns in Textform bestätigt sind. Lieferzeiten verstehen sich 
ab Werk. Sie beginnen erst nach Klärung der bei Vertragsschluss noch offenen 
technischen Fragen, nach Eingang vom Kunden zu beschaffenden Unterlagen 
und/oder vereinbarter Anzahlungen sowie Produktionsfreigaben zu laufen. 
Richtige und rechtzeitige Selbstbelieferung bleibt vorbehalten. Wir werden 
den Kunden unverzüglich über die Nichtverfügbarkeit des Liefergegenstandes 
informieren.
4.2 Bei Zahlungen im SEPA-Lastschriftverfahren ist die Frist zur Information über 
den Einzug einer fälligen Zahlung (prenotification) gewahrt, wenn diese mindes-
tens einen Tag vor Belastung erfolgt.
4.3 Höhere Gewalt, sowie nicht von uns verschuldete Streiks, Aussperrungen, 
Betriebsstörungen, Versorgungsmängel und/oder verzögerte/unterlassene 
Belieferung durch Vorlieferanten verlängern die Lieferfristen um die hierdurch 
verursachte Verzögerungszeit. Dasselbe gilt im Fall vom Kunden geforderter
zusätzlicher oder geänderter Leistungen.
4.4 In Lieferverzug kommen wir nur nach Mahnung des Kunden mit angemesse-
ner Nachfrist. Schadensersatzansprüche sind ausgeschlossen, soweit sich nicht 
aus diesen Bedingungen anderes ergibt.
4.5 Unsere Haftung für einen Verzugsschaden des Kunden ist beschränkt auf 
den von uns bei Vertragsschluss voraussehbaren typischerweise zu erwarten-
den Verzugsschaden. Im Übrigen ist sie auf 15 % des Wertes des verzögerten 
Teils unserer Lieferung/Leistung beschränkt. Die Beschränkungen gelten nicht 
bei Vorsatz oder grober Fahrlässigkeit und/oder bei Verletzung des Lebens, des 
Körpers oder der Gesundheit.

5. Preise, Zahlungsbedingungen, Sicherheitsleistung
5.1 Unsere Preise verstehen sich zzgl. gesetzliche Umsatzsteuer und gelten ab 
Werk. Liegen zwischen Abschluss und Lieferung mehr als 4 Monate, so können 
wir gem. § 315 BGB im Rahmen billigen Ermessens einen Preisaufschlag für 
unsere Kostensteigerung bis zur Lieferung verlangen. Bei Abrufaufträgen gilt 
unser Tagespreis.
5.2 Wir können Mindermengenzuschläge verlangen. Diese betragen bei Waren-
lieferungen ins Inland bei einem Warenwert unter 200,00 €: 20,00 € und bei 
Warenlieferungen ins Ausland bei einem Warenwert unter 300,00 €: 30,00 €.
5.3 Der Kunde trägt Transport-, Verpackungs- und Versicherungskosten.
5.4 Rechnungen sind, soweit nicht anders vereinbart, ohne Abzug sofort zur 
Zahlung fällig.
5.5 Bei Erstgeschäften sowie bei Zahlungsverzug und/oder begründeten Zwei-
feln an der Kreditwürdigkeit des Kunden können wir jede Einzellieferung von 
ihrer Vorausbezahlung oder einer Sicherheitsleistung in Höhe ihres Rechnungs-
betrages abhängig machen. Im Verzugsfall können wir unsere sonstigen offenen 
Forderungen sofort fällig stellen.
5.6 Überschreitet der Kunde das Zahlungsziel, behalten wir uns vor, Verzugs-
schaden geltend zu machen. Der Kunde hat während des Verzugs die Geld-
schuld in Höhe von 10 % über dem Basiszinssatz zu verzinsen. Gegenüber dem 
Kunden behalten wir uns vor, einen höheren Verzugsschaden nachzuweisen und 
geltend zu machen.
5.7 Unsere Zahlungsansprüche gegenüber Unternehmern verjähren in 5 Jahren.

6.	Eigentumsvorbehalt, Vorausabtretung
6.1 Die Lieferware bleibt bis zu ihrer vollständigen uneingeschränkten Bezah-
lung unser Eigentum. Haben wir noch weitere Forderungen gegen den Kunden, 
so bleibt dieser Eigentumsvorbehalt bis zu deren Bezahlung bestehen.
6.2 Der Kunde darf Vorbehaltsware vor ihrer vollständigen Bezahlung nicht mit 
anderen Sachen verbinden, an denen Rechte Dritter bestehen. Im Fall der Ver-
bindung der Lieferware mit anderen Gegenständen werden wir Miteigentümer 

an der neuen Gesamtsache. Unsere Miteigentumsquote richtet sich nach dem 
Verhältnis des Rechnungswerts der Vorbehaltsware zum Lieferwert der Gesamt-
sache.
6.3 Weiterveräußern darf der Kunde Vorbehaltsware (Ziffern 6.1 u. 6.2) – im 
ordnungsgemäßen Geschäftsgang – nur, wenn er seine Ansprüche aus der 
Weiterveräußerung nicht abgetreten, verpfändet oder sonst wie belastet hat. 
Der Kunde tritt uns die Ansprüche gegen seine Abnehmer aus der Veräußerung 
von Vorbehaltsware in Höhe unserer Rechnung für die Vorbehaltsware bereits im 
Voraus zur Sicherung ab. Solange der Kunde nicht mit der Bezahlung der Vorbe-
haltsware in Verzug gerät, kann er die abgetretenen Forderungen im ordnungs-
gemäßen Geschäftsgang einziehen. Den anteiligen Erlös darf er jedoch nur zur 
Bezahlung der Vorbehaltsware an uns verwenden.
6.4 Auf Verlangen des Kunden geben wir Sicherheiten nach unserer Wahl frei, 
wenn und soweit der Nennwert der Sicherheiten 120 % des Nennwerts unserer 
offenen Forderungen gegen den Kunden übersteigt.
6.5 Im Fall des Zahlungsverzugs sind wir berechtigt, ohne Rücktritt unsere beim 
Kunden noch vorhandene Vorbehaltsware herauszuverlangen und die abgetre-
tenen Forderungen selbst einzuziehen. Zur Feststellung unserer Rechte können 
wir die betreffenden Unterlagen/Bücher des Kunden durch eine zu Berufsver-
schwiegenheit verpflichtete Person einsehen lassen.
6.6 Über Pfändungen/Beschlagnahmungen der Vorbehaltsware hat der Kunde 
uns sofort zu informieren.

7. Mängel- und Ersatzansprüche
7.1 Wir haften dafür, dass unsere Lieferware bei Gefahrübergang mangelfrei ist. Ihre 
geschuldete Beschaffenheit, Haltbarkeit und Verwendung richtet sich ausschließlich 
nach unserer schriftlichen Spezifikation, Produktbeschreibung und/oder Bedie-
nungsanleitung. Darüber hinaus gehende Angaben, insbesondere in Vorgesprächen 
oder Werbung sowie in Bezug genommene industrielle Normen, werden nur durch 
ausdrückliche Einbeziehung in Textform Vertragsbestandteil. Unerhebliche Abwei-
chungen von der vereinbarten Beschaffenheit oder unwesentliche Beeinträchtigun-
gen der Brauchbarkeit sind unbeachtlich. Wenn der Kunde die Lieferware für andere 
Zwecke als die vereinbarten verwenden will, hat er die Eignung dazu und/oder 
die Zulässigkeit sowie die Produktsicherheit auf eigene Verantwortung vor ihrem 
Vertrieb oder Einsatz selbst sorgfältig zu prüfen. Für eine von uns nicht ausdrück-
lich und in Textform bestätigte Verwendbarkeit ist unsere Haftung ausgeschlossen. 
Ferner ausgeschlossen ist unsere Haftung für vom Kunden vor geschriebene Werk-
stoffe oder Konstruktionen; insoweit haben wir keine besondere Prüfpflicht.
7.2 Setzt der Kunde die Lieferware mit umweltschädlichen, giftigen, radioakti-
ven oder sonst wie gefährlichen Stoffen ein, muss er sie vor der Rücksendung 
an uns reinigen. Etwa erforderliche Kosten für Dekontamination/Reinigung und 
Abfallentsorgung hat uns der Kunde zu ersetzen.
7.3 Nacherfüllung ist nach unserer Wahl Mängelbeseitigung oder Lieferung einer 
mangelfreien Ware. Erhöhte Aufwendungen für die Nacherfüllung, die dadurch 
entstehen, dass die Lieferware nach der Lieferung an einen anderen Ort als den 
vereinbarten Erfüllungsort verbracht worden ist, trägt der Kunde.
7.4 Der Kunde hat die Lieferware nach Erhalt unverzüglich – auch auf Produkt-
sicherheit – sorgfältig zu überprüfen und offensichtliche Mängel unverzüg-
lich in Textform zu rügen, versteckte Mängel unverzüglich nach Entdeckung. 
Transportschäden hat der Kunde sofort beim Überbringer anzumelden. Bei 
Nichtbeachtung der Prüf- und Rügepflicht sind Mängelansprüche des Kunden 
ausgeschlossen.
7.5 Wir haften nicht für Folgen unsachgemäßer Behandlung, Verwendung, War-
tung oder Bedienung der Lieferware durch den Kunden oder seine Gehilfen (insb. 
auch bei Nichtbeachtung der Bedienungsanleitung) sowie normaler Abnutzung 
(z.B. von Kolben, Dichtungen und Ventilen). Ferner haften wir nicht für Bruch von 
Glas- und Keramikteilen auf Grund mechanischer Einwirkung und/oder die Folgen 
chemischer, elektrotechnischer oder elektrischer Einflüsse.
7.6 Unsere Haftung für leichte Fahrlässigkeit ist beschränkt auf Ansprüche we-
gen Verletzung von Leben, Körper und Gesundheit, aus dem Produkthaftungs-
gesetz sowie aus schuldhafter Verletzung wesentlicher Vertragspflichten, durch 
die der Vertragszweck gefährdet wird. Unsere Haftung für leicht fahrlässige Ver-
letzung wesentlicher Vertragspflichten ist auf den von uns bei Vertragsschluss 
voraussehbaren, typischerweise eintretenden Schaden begrenzt.
7.7 Mängelansprüche gegen uns verjähren nach 2 Jahren, Ansprüche aus Ver-
letzung von Neben- und/oder auf Ersatz von nicht an der Lieferware selbst ent-
stehenden Sach- oder Vermögensschäden 1 Jahr nach Ablieferung des mangel-
haften Teils an den Kunden. Für als Ersatz gelieferte oder reparierte Lieferwaren 
endet die Verjährungsfrist ebenfalls mit dem Ende der Verjährungsfrist für die 
ursprünglichen Lieferwaren. Die Einschränkung der Verjährungsfrist gilt nicht bei 
Arglist, Vorsatz oder grober Fahrlässigkeit sowie Ansprüchen nach dem Produkt-
haftungsgesetz und Schäden aus der Verletzung des Lebens, des Körpers oder 
der Gesundheit. §§ 438 Abs. 1 Nr. 2 BGB (Sachen für Bauwerke) und 479 Abs. 1 
BGB (Rückgriffsansprüche des Unternehmers) bleiben ebenfalls unberührt.

8.	Ersatzteile
Sofern für uns eine Verpflichtung zur Haltung von Ersatzteilen bestehen sollte, ist 
diese auf die Dauer von 5 Jahren ab Lieferung beschränkt.

9. Produktbeobachtungspflicht
Der Kunde hat uns unverzüglich über alle die Produktsicherheit betreffenden
Erkenntnisse im Zusammenhang mit der Lieferware, besonders über Schadensfälle, 
die Produktsicherheit betreffende Kundenreklamationen und Veröffentlichungen zu 
informieren. Er hat zu dokumentieren, bei welchen Endnutzern sich welche Liefer-
waren einer bestimmten Serie befinden, um ggf. notwendige Produktsicherheits-
maßnahmen (z.B. Rückrufe) effektiv durchführen zu können.

10. Schutzrechte, Geheimhaltung
10.1 Für unsere Konstruktionen, Muster, Abbildungen, technischen Unterlagen, 
Kostenvoranschläge oder Angebote behalten wir uns das Eigentum und alle Schutz- 
und Urheberrechte vor. Der Kunde darf die Konstruktionen usw. nur in der mit uns 
vereinbarten Weise nutzen. Die Lieferwaren darf er ohne unsere Zustimmung in 
Textform nicht selbst produzieren oder von Dritten produzieren lassen.
10.2 Wenn wir Waren nach vom Kunden vorgeschriebenen Konstruktionen liefern, 
haftet dieser uns dafür, dass dadurch gewerbliche Schutzrechte und sonstige
Rechte Dritter nicht verletzt werden. Er hat uns den aus der Verletzung solcher 
Rechte resultierenden Schaden zu ersetzen.
10.3 Alles aus der Geschäftsverbindung mit uns erlangte und nicht offenkundige 
Wissen hat der Kunde Dritten gegenüber geheim zu halten.

Allgemeine Geschäftsbedingungen der Lenz Laborglas GmbH & Co. KG (Stand: Juli 2024)
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1. General conditions
1.1 These General Terms and Conditions only apply to business transactions with 
entrepreneurs.
1.2 These terms and conditions apply to the contract with our customers; other 
terms and conditions shall not become part of the contract, even if we do not 
expressly object to them. The customer may only invoke ancillary agreements 
prior to and upon conclusion of the contract if they are confirmed immediately in 
text form. Our General Terms and Conditions shall also apply to all future business 
relationships, even if they are not expressly agreed again.
1.3 Our offers are subject to change; we reserve the right to make technical 
improvements to our products. We may process and store data important for the 
fulfilment of the contract on computer.
1.4 Offsetting or retention by the customer is only permitted with undisputed or 
legally established counterclaims.
1.5 The place of fulfilment is our factory in Wertheim. The place of jurisdiction is, 
at our discretion, Wertheim/Mosbach or the court responsible for the customer's 
registered office. German law shall apply to the exclusion of the UN Convention on 
Contracts for the International Sale of Goods (CISG).

2. Estimates/preliminary work
2.1 If the customer wishes a binding price quotation, a cost estimate in text form shall 
be required; this shall list the work and the materials required for the production of 
the work in detail and include the respective price. We shall be bound by this cost 
estimate for a period of 4 weeks after its submission.
2.2 Preliminary work such as the preparation of project planning documents, plans 
and drawings requested by the customer shall be subject to remuneration by
agreement.

3. Risk, Delivery, Packing
3.1 The risk shall pass to the customer when the delivered goods leave our works, 
even if we are responsible for despatch.
3.2 In the case of call-off orders, the customer must accept the total quantity within 
6 months of conclusion of the contract. If the customer is in default of acceptance 
or is otherwise responsible for a delay in despatch, we may store the products at 
the customer's risk and expense. After setting and fruitless expiry of a grace period 
for acceptance of the products, we may withdraw from the contract and demand 
compensation instead of performance. Further rights remain unaffected.
3.3 We do not take back packaging. The customer shall be responsible for its 
disposal.
3.4 Delivery is always made in packaging units (PU) in accordance with the valid 
price list. In the case of delivery within 5 working days or order values of up to
€ 500.00, our invoice shall also be deemed to be the order confirmation. We are 
authorised to make partial deliveries.

4. Delivery period, delay
4.1 Delivery dates and deadlines are only binding if they have been agreed with the 
customer or confirmed by us in text form. Delivery times are ex works. They shall 
only begin to run after clarification of the technical questions still open at the time of 
conclusion of the contract, after receipt of documents to be procured by the customer 
and/or agreed advance payments and production releases. We reserve the right to 
correct and timely self-delivery. We shall inform the customer immediately of the 
non-availability of the delivery item.
4.2 In the case of payments by SEPA direct debit, the deadline for information on the 
collection of a due payment (prenotification) shall be deemed to have been met if 
this is given at least one day before the debit is made.
4.3 Force majeure, as well as strikes, lockouts, operational disruptions, supply 
shortages and/or delayed/failed delivery by upstream suppliers for which we are not 
responsible shall extend the delivery periods by the delay caused thereby. The same 
applies in the case of additional or modified services requested by the customer.
4.4 We shall only be in default of delivery following a reminder from the customer 
with a reasonable grace period. Claims for damages are excluded, unless otherwise 
stated in these terms and conditions.
4.5 Our liability for damage caused by delay on the part of the customer is limited
to the damage caused by delay typically foreseeable by us when the contract was
concluded. Otherwise, it is limited to 15% of the value of the delayed part of our
delivery/service. The limitations shall not apply in the event of intent or gross
negligence and/or injury to life, limb or health.

5. Conditions of payment
5.1 Our prices are exclusive of statutory VAT and apply ex works. If there are more 
than 4 months between conclusion of the contract and delivery, we may, in
accordance with § 315 BGB (German Civil Code) and at our reasonable discretion, 
demand a surcharge for our increased costs up to delivery. Our daily price shall 
apply to call-off orders.
5.2 We may demand surcharges for small quantities. For domestic deliveries of 
goods with a value of less than € 200.00, these shall be € 20.00 and for deliveries 
abroad with a value of less than € 300.00 : € 30,00.
5.3 The customer shall bear the costs of transport, packaging and insurance.
5.4 Unless otherwise agreed, invoices are due for payment immediately without 
deduction.
5.5 In the case of initial transactions as well as in the event of default in payment 
and/or justified doubts about the creditworthiness of the customer, we may make 
each individual delivery dependent on its advance payment or the provision of 
security in the amount of its invoice amount. In the event of default, we may demand 
immediate payment of our other outstanding claims.
5.6 If the customer exceeds the payment deadline, we reserve the right to claim 
damages for default. During the period of default, the customer shall pay interest 
on the debt at a rate of 10% above the base rate. We reserve the right to prove and 
assert a higher damage caused by default against the customer.
5.7 Our payment claims against entrepreneurs shall become time-barred after 5 years.

6.	Reservation of proprietary rights
6.1 The delivered goods shall remain our property until they have been paid in full 
without restriction. If we have further claims against the customer, this retention of 
title shall remain in force until they have been paid.
6.2 The customer may not combine goods subject to retention of title with other 
items to which third party rights exist before they have been paid for in full. If the 
delivered goods are combined with other items, we shall become co-owner of the 
new overall item. Our co-ownership share is based on the ratio of the invoice value 
of the reserved goods to the delivery value of the overall item.
6.3 The customer may only resell goods subject to retention of title (clauses 6.1 

and 6.2) - in the ordinary course of business - if he has not assigned, pledged or 
otherwise encumbered his claims arising from the resale. The customer assigns to 
us in advance as security the claims against his customers arising from the sale of 
goods subject to retention of title in the amount of our invoice for the goods subject 
to retention of title. As long as the customer is not in arrears with payment for the 
reserved goods, he may collect the assigned claims in the ordinary course of
business. However, he may only use the proportionate proceeds to pay us for the 
goods subject to retention of title.
6.4 At the customer's request, we shall release securities of our choice if and to the 
extent that the nominal value of the securities exceeds 120% of the nominal value of 
our outstanding claims against the customer.
6.5 In the event of default of payment, we shall be entitled to demand the return of 
our reserved goods still held by the customer without cancellation and to collect the 
assigned claims ourselves. In order to establish our rights, we may have the relevant 
documents/books of the customer inspected by a person bound to professional 
secrecy.
6.6 The customer must inform us immediately of any seizure/confiscation of the 
reserved goods.

7. Liability for defects
7.1 We shall be liable for ensuring that our delivered goods are free of defects upon 
transfer of risk. Their owed quality, durability and use are based exclusively on
our written specifications, product description and/or operating instructions.
Additional information, in particular in preliminary discussions or advertising as 
well as industrial standards referred to, shall only become part of the contract if 
expressly included in text form. Insignificant deviations from the agreed quality or 
insignificant impairments of usability are irrelevant. If the customer wishes to use 
the delivered goods for purposes other than those agreed, he must carefully check 
the suitability and/or admissibility as well as product safety on his own responsi-
bility prior to their distribution or use. Our liability is excluded for any usability not 
expressly confirmed by us in text form. Our liability for materials or constructions 
prescribed by the customer is also excluded; in this respect we have no special duty 
of inspection.
7.2 If the customer uses the delivered goods with environmentally harmful, toxic,
radioactive or otherwise hazardous substances, he must clean them before 
returning them to us. Any necessary costs for decontamination/cleaning and waste 
disposal shall be reimbursed to us by the customer.
7.3 Subsequent fulfilment is, at our discretion, either rectification of defects or 
delivery of defect-free goods. The customer shall bear any increased expenses for 
subsequent fulfilment incurred due to the fact that the delivered goods have been 
taken to a place other than the agreed place of fulfilment after delivery.
7.4 The customer must carefully inspect the delivered goods immediately upon
receipt - also for product safety - and report obvious defects immediately in text 
form, hidden defects immediately upon discovery. The customer must notify the 
carrier of any transport damage as soon as possible. Failure to comply with the 
obligation to inspect and give notice of defects shall exclude the customer's claims 
for defects.
7.5 We shall not be liable for the consequences of improper handling, use,
maintenance or operation of the delivered goods by the customer or his assistants 
(in particular also in the event of non-compliance with the operating instructions) as 
well as normal wear and tear (e.g. of pistons, seals and valves). Furthermore, we are 
not liable for breakage of glass and ceramic parts due to mechanical impact and/or 
the consequences of chemical, electrotechnical or electrical influences.
7.6 Our liability for slight negligence is limited to claims for injury to life, body and 
health, from the Product Liability Act and from culpable breach of essential
contractual obligations which jeopardise the purpose of the contract. Our liability
for slightly negligent breach of material contractual obligations shall be limited to the 
damage typically foreseeable by us at the time of conclusion of the contract.
7.7 Claims for defects against us shall lapse 2 years after delivery of the defective 
part to the customer, claims arising from breach of ancillary obligations and/or 
claims for compensation for material or financial losses not incurred on the delivered 
goods themselves 1 year after delivery of the defective part to the customer. The 
limitation period for goods delivered as replacements or repaired goods shall also 
end at the end of the limitation period for the original goods delivered. The limitation 
of the limitation period shall not apply in the event of fraudulent intent, wilful intent 
or gross negligence or claims under the Product Liability Act and damage resulting 
from injury to life, limb or health. §§ Sections 438 para. 1 no. 2 BGB (items for 
buildings) and 479 para. 1 BGB (recourse claims of the entrepreneur) also remain 
unaffected.

8. Spare parts
If we are obliged to keep spare parts, this is limited to a period of 5 years from delivery.

9. Product observation duty
The customer must inform us immediately of all findings relating to product safety 
in connection with the delivered goods, in particular of cases of damage, customer 
complaints relating to product safety and publications. The customer must document 
which end users have which delivered goods of a certain series in order to be able to 
effectively carry out any necessary product safety measures (e.g. recalls).

10. Industrial proprietary rights, secrecy
10.1 We reserve ownership and all industrial property rights and copyrights to our 
designs, samples, illustrations, technical documents, cost estimates or offers. The 
customer may only use the designs etc. in the manner agreed with us. He may not 
produce the delivered goods himself or have them produced by third parties without 
our consent in text form.
10.2 If we deliver goods according to designs specified by the customer, the customer 
shall be liable to us for ensuring that industrial property rights and other rights of third 
parties are not infringed. The customer shall compensate us for any damage resulting 
from the infringement of such rights.
10.3 The customer must keep secret from third parties all knowledge obtained from 
the business relationship with us that is not in the public domain.

General Terms and Conditions of Lenz Laborglas GmbH & Co. KG (Status as of: July 2024)
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Art-Nr. Seite

Cat. No. Page

1 1001 05 12

1 1001 07 12

1 1001 10 12

1 1001 12 12

1 1001 14 12

1 1001 19 12

1 1001 24 12

1 1001 29 12

1 1001 34 12

1 1001 40 12

1 1001 45 12

1 1001 50 12

1 1001 55 12

1 1001 60 12

1 1001 71 12

1 1001 85 12

1 1002 05 10

1 1002 07 10

1 1002 10 10

1 1002 12 10

1 1002 14 10

1 1002 19 10

1 1002 24 10

1 1002 29 10

1 1002 34 10

1 1002 40 10

1 1002 45 10

1 1002 50 10

1 1002 55 10

1 1002 60 10

1 1002 71 10

1 1002 85 10

1 1003 07 10

1 1003 10 10

1 1003 12 10

1 1003 14 10

1 1003 19 10

1 1003 24 10

1 1003 29 10

1 1003 34 10

1 1003 40 10

1 1003 45 10

1 1003 50 10

1 1003 55 10

1 1003 60 10

1 1003 71 10

1 1003 85 10

1 1004 14 10

1 1004 19 10

1 1004 24 10

1 1004 29 10

1 1005 14 11

1 1005 19 11

Art-Nr. Seite

Cat. No. Page

1 1005 24 11

1 1005 29 11

1 1006 05 12

1 1006 07 12

1 1006 10 12

1 1006 12 12

1 1006 14 12

1 1006 19 12

1 1006 24 12

1 1006 29 12

1 1006 34 12

1 1006 45 12

1 1007 05 11

1 1007 07 11

1 1007 10 11

1 1007 12 11

1 1007 14 11

1 1007 19 11

1 1007 24 11

1 1007 29 11

1 1007 34 11

1 1007 45 11

1 1008 14 11

1 1008 19 11

1 1008 24 11

1 1008 29 11

1 1010 01 12

1 1010 02 12

1 1010 05 12

1 1010 07 12

1 1010 11 12

1 1012 01 11

1 1012 02 11

1 1012 03 11

1 1012 04 11

1 1012 05 11

1 1014 11 13

1 1014 12 13

1 1014 14 13

1 1014 22 13

1 1014 33 13

1 1014 44 13

1 1015 14 13

1 1015 19 13

1 1015 24 13

1 1015 29 13

1 1015 45 13

1 1017 14 13

1 1017 19 13

1 1017 24 13

1 1017 29 13

1 1017 45 13

1 1025 14 13

Art-Nr. Seite

Cat. No. Page

1 1025 19 13

1 1025 29 13

1 1025 45 13

1 1028 25 13

1 1028 35 13

1 1028 40 13

1 1028 60 13

1 1032 14 14

1 1032 19 14

1 1032 24 14

1 1032 29 14

1 1032 45 14

1 1035 14 14

1 1035 14 125

1 1035 19 14

1 1035 24 14

1 1035 29 14

1 1035 29 125

1 1035 29 127

1 1035 29 129

1 1035 45 14

1 1035 45 127

1 1035 99 14

1 1037 10 14

1 1037 12 14

1 1037 14 14

1 1037 14 58

1 1037 19 14

1 1037 19 58

1 1037 24 14

1 1037 29 14

1 1037 34 14

1 1037 45 14

1 1038 12 15

1 1038 14 15

1 1038 19 15

1 1038 24 15

1 1038 29 15

1 1038 34 15

1 1038 45 15

1 1039 14 14

1 1039 19 14

1 1039 24 14

1 1039 29 14

1 11014 13 13

1 2013 02 16

1 2013 05 16

1 2019 09 16

1 2029 15 16

1 2035 20 16

1 2040 25 16

1 2041 25 16

1 2051 30 16

Art-Nr. Seite

Cat. No. Page

1 2065 40 16

1 2113 02 16

1 2113 05 16

1 2119 09 16

1 2129 15 16

1 2135 20 16

1 2140 25 16

1 2141 25 16

1 2151 30 16

1 2165 40 16

1 2313 02 16

1 2319 09 16

1 2329 15 16

1 2329 15 129

1 2335 20 16

1 2341 25 16

1 2351 30 16

1 2365 40 16

1 2500 15 16

1 2500 25 16

1 2600 15 16

1 2600 25 16

1 3000 14 17

1 3000 18 17

1 3000 25 17

1 3000 32 17

1 3000 45 17

1 3014 14 17

1 3014 19 17

1 3014 24 17

1 3014 29 17

1 3018 14 17

1 3018 19 17

1 3018 29 17

1 3025 29 17

1 3032 29 17

1 3114 14 17

1 3114 19 17

1 3114 24 17

1 3114 29 17

1 3118 14 17

1 3118 19 17

1 3118 24 17

1 3118 29 17

1 3125 14 17

1 3125 19 17

1 3125 24 17

1 3125 29 17

1 3132 29 17

1 3200 14 17

1 3200 18 17

1 3200 25 17

1 3200 32 17

Art-Nr. Seite

Cat. No. Page

1 3200 45 17

1 3210 14 18

1 3210 14 95

1 3210 18 18

1 3210 25 18

1 3210 25 135

1 3210 32 18

1 3210 32 135

1 3210 45 18

1 3210 45 95

1 3212 14 125

1 3212 18 125

1 3215 14 17

1 3215 18 17

1 3215 25 17

1 3215 32 17

1 3314 06 18

1 3318 06 18

1 3318 08 18

1 3318 10 18

1 3325 08 18

1 3325 10 18

1 3325 12 18

1 3332 10 18

1 3332 12 18

1 3332 14 18

1 3332 16 18

1 3332 18 18

1 3345 26 18

1 3345 26 95

1 3345 32 18

1 3412 14 18

1 3416 18 18

1 3422 25 18

1 3429 32 18

1 3442 45 18

1 3500 00 18

1 3500 00 95

1 3500 01 18

1 3600 00 18

1 3600 10 18

1 4000 07 19

1 4000 10 19

1 4000 12 19

1 4000 14 19

1 4000 14 125

1 4000 19 19

1 4000 24 19

1 4000 29 19

1 4000 29 125

1 4000 29 127

1 4000 34 19

1 4000 45 19

Art-Nr. Seite

Cat. No. Page

1 4003 07 19

1 4003 10 19

1 4003 12 19

1 4003 14 19

1 4003 19 19

1 4003 24 19

1 4003 29 19

1 4003 34 19

1 4003 45 19

1 4005 10 19

1 4005 12 19

1 4005 14 19

1 4005 19 19

1 4005 24 19

1 4005 29 19

1 4005 34 19

1 4005 45 19

1 4010 07 19

1 4010 10 19

1 4010 12 19

1 4010 14 19

1 4010 19 19

1 4010 24 19

1 4010 29 19

1 4010 34 19

1 4010 45 19

1 5012 14 20

1 5014 12 20

1 5014 19 20

1 5014 24 20

1 5014 29 20

1 5019 14 20

1 5019 24 20

1 5019 29 20

1 5019 34 20

1 5024 14 20

1 5024 19 20

1 5024 29 20

1 5024 34 20

1 5024 45 20

1 5029 14 20

1 5029 19 20

1 5029 24 20

1 5029 34 20

1 5029 45 20

1 5029 60 20

1 5029 71 20

1 5034 19 20

1 5034 24 20

1 5034 29 20

1 5045 29 20

1 5045 34 20

1 5045 60 20

Art-Nr. Seite

Cat. No. Page

1 5045 71 20

1 5060 29 20

1 5060 45 20

1 5071 29 20

1 5071 45 20

1 5219 14 20

1 5219 29 20

1 5229 29 20

1 5235 29 20

1 5314 19 20

1 5329 29 20

1 5329 35 20

1 6000 08 21

1 6000 09 21

1 6000 10 21

1 6000 11 21

1 6005 08 21

1 6005 10 21

1 6007 08 21

1 6007 10 21

1 6010 00 21

2 1012 01 24

2 1012 02 24

2 1014 02 24

2 1014 04 24

2 1018 04 24

2 1018 06 24

2 1021 06 24

2 1024 08 24

2 1029 10 24

2 1112 01 24

2 1112 02 24

2 1114 02 24

2 1114 04 24

2 1118 04 24

2 1118 06 24

2 1121 06 24

2 1124 08 24

2 1129 10 24

2 1612 01 24

2 1612 02 24

2 1614 02 24

2 1614 04 24

2 1618 04 24

2 1618 06 24

2 1621 06 24

2 1624 08 24

2 1629 10 24

2 1712 01 24

2 1712 02 24

2 1714 02 24

2 1714 04 24

2 1718 04 24
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Art-Nr. Seite

Cat. No. Page

2 9618 04 29

2 9621 06 29

2 9624 08 29

2 9629 10 29

3 0014 10 32

3 0014 13 32

3 0014 22 32

3 0014 28 32

3 0014 37 32

3 0014 49 32

3 0019 22 32

3 0019 28 32

3 0019 37 32

3 0019 49 32

3 0019 58 32

3 0024 28 32

3 0024 37 32

3 0024 49 32

3 0024 58 32

3 0024 70 32

3 0024 73 32

3 0029 28 32

3 0029 37 32

3 0029 49 32

3 0029 58 32

3 0029 58 98

3 0029 70 32

3 0029 73 32

3 0029 76 32

3 0029 79 32

3 0029 82 32

3 0029 85 32

3 0029 88 32

3 0029 94 32

3 0031 28 33

3 0031 37 33

3 0031 49 33

3 0031 58 33

3 0031 70 33

3 0045 49 32

3 0045 58 32

3 0045 70 32

3 0045 73 32

3 0045 76 32

3 0045 79 32

3 0045 82 32

3 0045 85 32

3 0045 88 32

3 0045 94 32

3 0119 28 33

3 0119 37 33

3 0119 49 33

3 0119 58 33

Art-Nr. Seite

Cat. No. Page

3 0124 28 33

3 0124 37 33

3 0124 49 33

3 0124 58 33

3 0124 70 33

3 0124 73 33

3 0129 28 33

3 0129 37 33

3 0129 49 33

3 0129 58 33

3 0129 70 33

3 0129 73 33

3 0214 13 34

3 0214 22 34

3 0214 28 34

3 0214 37 34

3 0219 22 34

3 0219 28 34

3 0219 37 34

3 0219 37 58

3 0219 43 34

3 0219 46 34

3 0219 49 34

3 0224 28 34

3 0224 37 34

3 0224 43 34

3 0224 46 34

3 0224 49 34

3 0224 52 34

3 0224 58 34

3 0224 70 34

3 0224 73 34

3 0229 28 34

3 0229 37 34

3 0229 43 34

3 0229 46 34

3 0229 49 34

3 0229 52 34

3 0229 58 34

3 0229 70 34

3 0229 73 34

3 0230 28 34

3 0230 37 34

3 0230 46 34

3 0230 49 34

3 0230 52 34

3 0230 58 34

3 0230 70 34

3 0230 73 34

3 0245 46 34

3 0245 49 34

3 0245 52 34

3 0245 58 34

Art-Nr. Seite

Cat. No. Page

3 0245 70 34

3 0245 73 34

3 0245 76 34

3 0245 82 34

3 0251 37 35

3 0251 49 35

3 0251 58 35

3 0251 70 35

3 0260 37 36

3 0260 49 36

3 0260 52 36

3 0260 58 36

3 0260 70 36

3 0262 37 36

3 0262 49 36

3 0262 58 36

3 0314 10 35

3 0314 13 35

3 0314 22 35

3 0314 28 35

3 0314 37 35

3 0314 49 35

3 0319 22 35

3 0319 28 35

3 0319 37 35

3 0319 49 35

3 0329 28 35

3 0329 37 35

3 0329 49 35

3 0414 10 37

3 0414 13 37

3 0414 22 37

3 0414 28 37

3 0429 28 37

3 0429 37 37

3 0429 49 37

3 0429 58 37

3 0429 70 37

3 0429 73 37

3 0429 76 37

3 0430 37 37

3 0430 49 37

3 0430 58 37

3 0430 70 37

3 0430 73 37

3 0440 28 39

3 0440 37 39

3 0440 49 39

3 0440 58 39

3 0440 70 39

3 0440 73 39

3 0440 76 39

3 0519 28 36

Art-Nr. Seite

Cat. No. Page

3 0519 37 36

3 0529 49 36

3 0529 58 36

3 0529 64 36

3 0529 70 36

3 0635 37 37

3 0635 49 37

3 0635 58 37

3 0635 70 37

3 0635 73 37

3 0640 37 39

3 0640 49 39

3 0640 58 39

3 0640 70 39

3 0640 73 39

3 2041 37 40

3 2041 49 40

3 2041 58 40

3 2041 70 40

3 2041 73 40

3 2044 49 40

3 2044 58 40

3 2044 70 40

3 2044 73 40

3 2044 79 40

3 2111 22 40

3 2111 28 40

3 2111 37 40

3 2111 49 40

3 2131 37 40

3 2131 49 40

3 2131 58 40

3 2132 37 40

3 2132 49 40

3 2132 58 40

3 2132 70 40

3 2141 37 40

3 2141 49 40

3 2141 58 40

3 2141 70 40

3 2141 73 40

3 2142 37 40

3 2142 49 40

3 2142 58 40

3 2142 70 40

3 2142 73 40

3 2144 37 40

3 2144 49 40

3 2144 58 40

3 2144 70 40

3 2144 73 40

3 2144 79 40

3 2211 22 41

Art-Nr. Seite

Cat. No. Page

3 2211 28 41

3 2211 37 41

3 2211 49 41

3 2221 22 41

3 2221 28 41

3 2221 37 41

3 2221 49 41

3 3032 37 41

3 3032 49 41

3 3032 58 41

3 3032 70 41

3 3032 73 41

3 3041 37 41

3 3041 49 41

3 3041 58 41

3 3041 70 41

3 3041 73 41

3 3041 76 41

3 3041 79 41

3 3041 85 41

3 3042 37 41

3 3042 49 41

3 3042 58 41

3 3042 70 41

3 3042 73 41

3 3044 37 41

3 3044 49 41

3 3044 58 41

3 3044 70 41

3 3044 73 41

3 3044 76 41

3 3044 79 41

3 3044 82 41

3 3044 85 41

3 3044 88 41

3 3054 70 41

3 3054 73 41

3 3054 76 41

3 3054 79 41

3 3054 82 41

3 3054 85 41

3 3054 88 41

3 3054 94 41

3 3111 22 42

3 3111 28 42

3 3111 37 42

3 3131 37 42

3 3131 49 42

3 3131 58 42

3 3131 70 42

3 3132 37 42

3 3132 49 42

3 3132 58 42

Art-Nr. Seite

Cat. No. Page

3 3132 70 42

3 3132 73 42

3 3141 37 42

3 3141 49 42

3 3141 58 42

3 3141 70 42

3 3141 73 42

3 3141 76 42

3 3141 79 42

3 3141 85 42

3 3142 37 42

3 3142 49 42

3 3142 58 42

3 3142 70 42

3 3142 73 42

3 3144 37 42

3 3144 49 42

3 3144 58 42

3 3144 70 42

3 3144 73 42

3 3144 76 42

3 3144 79 42

3 3144 82 42

3 3144 85 42

3 3144 88 42

3 3154 70 42

3 3154 73 42

3 3154 76 42

3 3154 79 42

3 3154 82 42

3 3154 85 42

3 3154 88 42

3 3154 94 42

3 3444 58 43

3 3444 70 43

3 3444 73 43

3 3444 76 43

3 3444 79 43

3 3444 85 43

3 3454 70 43

3 3454 73 43

3 3454 76 43

3 3454 79 43

3 3454 82 43

3 3454 85 43

3 3454 88 43

3 3473 49 43

3 3473 58 43

3 3474 49 43

3 3474 58 43

3 3474 70 43

3 3484 49 43

3 3484 58 43

Art-Nr. Seite

Cat. No. Page

2 1718 06 24

2 1721 06 24

2 1724 08 24

2 1729 10 24

2 2700 02 25

2 2702 02 25

2 2800 02 25

2 4014 02 25

2 4018 04 25

2 4314 02 25

2 4318 04 25

2 5014 01 26

2 5014 02 26

2 5018 02 26

2 5018 04 26

2 5024 04 26

2 5029 06 26

2 5414 01 26

2 5414 02 26

2 5418 02 26

2 5418 04 26

2 5424 04 26

2 5429 06 26

2 6114 02 26

2 6118 04 26

2 6314 02 26

2 6318 04 26

2 7000 01 27

2 7005 01 27

2 7009 02 27

2 7020 01  27

2 7025 01 27

2 7029 02 27

2 8019 04 28

2 8029 06 28

2 8224 04 28

2 8424 04 28

2 9014 02 29

2 9018 04 29

2 9021 06 29

2 9024 08 29

2 9029 10 29

2 9214 02 29

2 9218 04 29

2 9221 06 29

2 9224 08 29

2 9229 10 29

2 9414 02 29

2 9418 04 29

2 9421 06 29

2 9424 08 29

2 9429 10 29

2 9614 02 29
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Art-Nr. Seite

Cat. No. Page

3 3601 22 44

3 3601 28 44

3 3601 37 44

3 3601 49 44

3 3604 28 44

3 3604 37 44

3 3604 49 44

3 3604 58 44

3 3604 70 44

3 3606 22 44

3 3606 28 44

3 3606 37 44

3 3606 49 44

3 3608 28 44

3 3608 37 44

3 3608 49 44

3 3608 58 44

3 3608 70 44

3 3701 13 45

3 3701 22 45

3 3701 28 45

3 3701 37 45

3 3701 49 45

3 3702 13 45

3 3702 22 45

3 3702 28 45

3 3702 37 45

3 3702 49 45

3 3706 13 45

3 3706 22 45

3 3706 28 45

3 3706 37 45

3 3706 49 45

3 3708 13 45

3 3708 22 45

3 3708 28 45

3 3708 37 45

3 3708 49 45

4 0000 28 48

4 0000 37 48

4 0000 49 48

4 0000 58 48

4 0000 70 48

4 0000 73 48

4 0020 28 48

4 0020 37 48

4 0020 49 48

4 0020 58 48

4 0020 70 48

4 0020 73 48

4 0041 28 48

4 0041 37 48

4 0041 49 48

Art-Nr. Seite

Cat. No. Page

4 0041 58 48

4 0041 70 48

4 0041 73 48

4 0061 28 48

4 0061 37 48

4 0061 49 48

4 0061 58 48

4 0061 70 48

4 0061 73 48

4 0080 28 50

4 0080 37 50

4 0080 49 50

4 0080 58 50

4 0080 70 50

4 0080 73 50

4 0081 28 50

4 0081 37 50

4 0081 49 50

4 0081 58 50

4 0081 70 50

4 0081 73 50

4 0100 28 49

4 0100 37 49

4 0100 49 49

4 0100 58 49

4 0100 70 49

4 0100 73 49

4 0120 28 49

4 0120 37 49

4 0120 49 49

4 0120 58 49

4 0120 70 49

4 0120 73 49

4 0141 28 49

4 0141 37 49

4 0141 49 49

4 0141 58 49

4 0141 70 49

4 0141 73 49

4 0161 28 49

4 0161 37 49

4 0161 49 49

4 0161 58 49

4 0161 70 49

4 0161 73 49

4 0180 28 50

4 0180 37 50

4 0180 49 50

4 0180 58 50

4 0180 70 50

4 0180 73 50

4 0181 28 50

4 0181 37 50

Art-Nr. Seite

Cat. No. Page

4 0181 49 50

4 0181 58 50

4 0181 70 50

4 0181 73 50

4 0220 28 51

4 0220 37 51

4 0220 49 51

4 0220 58 51

4 0220 70 51

4 0261 28 51

4 0261 37 51

4 0261 49 51

4 0261 58 51

4 0261 70 51

4 0300 28 51

4 0300 37 51

4 0300 49 51

4 0300 58 51

4 0300 70 51

4 0300 73 51

4 0301 28 51

4 0301 37 51

4 0301 49 51

4 0301 58 51

4 0301 70 51

4 0301 73 51

4 1522 11 52

4 1528 11 52

4 1528 14 52

4 1537 11 52

4 1537 14 52

4 1549 14 52

4 1558 14 52

4 1570 14 52

4 1722 11 52

4 1728 11 52

4 1728 14 52

4 1737 11 52

4 1737 14 52

4 1749 14 52

4 1758 14 52

4 1770 14 52

4 3522 11 53

4 3528 11 53

4 3528 14 53

4 3537 11 53

4 3537 14 53

4 3549 14 53

4 3558 14 53

4 3570 14 53

4 3722 11 53

4 3728 11 53

4 3728 14 53

Art-Nr. Seite

Cat. No. Page

4 3737 11 53

4 3737 11 125

4 3737 14 53

4 3749 14 53

4 3749 14 125

4 3758 14 53

4 3770 14 53

4 3770 14 127

4 4528 02 54

4 4537 02 54

4 4549 04 54

4 4558 04 54

4 4570 04 54

4 4573 04 54

4 4728 02 54

4 4737 02 54

4 4749 04 54

4 4758 04 54

4 4770 04 54

4 4773 04 54

5 0001 11 60

5 0002 22 60

5 0004 14 60

5 0004 44 60

5 0051 11 60

5 0054 44 60

5 0100 11 60

5 0100 11 60

5 0100 14 60

5 0100 14 60

5 0100 22 60

5 0100 22 60

5 0100 23 60

5 0100 23 60

5 0100 33 60

5 0100 33 60

5 0100 44 60

5 0200 01 60

5 0200 02 60

5 0200 03 60

5 0200 04 60

5 0250 01 60

5 0250 02 60

5 0250 03 60

5 0250 04 60

5 0280 11 61

5 0280 22 61

5 0280 32 61

5 0280 33 61

5 0280 44 61

5 0300 11 61

5 0300 22 61

5 0300 32 61

Art-Nr. Seite

Cat. No. Page

5 0300 33 61

5 0300 41 61

5 0300 44 61

5 0330 44 64

5 0350 11 61

5 0350 32 61

5 0350 44 61

5 0350 45 61

5 0370 11 61

5 0370 22 61

5 0370 32 61

5 0370 33 61

5 0370 44 61

5 0400 01 64

5 0400 02 64

5 0400 03 64

5 0400 04 64

5 0430 01 64

5 0430 02 64

5 0430 03 64

5 0430 04 64

5 0470 01 64

5 0470 02 64

5 0470 03 64

5 0470 04 64

5 0502 01 65

5 0502 11 65

5 0503 01 65

5 0503 04 65

5 0503 11 65

5 0503 14 65

5 0504 04 65

5 0504 14 65

5 0532 01 65

5 0532 11 65

5 0533 01 65

5 0533 04 65

5 0533 11 65

5 0533 14 65

5 0534 04 65

5 0534 14 65

5 0552 01 66

5 0552 11 66

5 0553 01 66

5 0553 04 66

5 0553 11 66

5 0553 14 66

5 0554 04 66

5 0554 14 66

5 0572 01 66

5 0572 11 66

5 0573 01 66

5 0573 04 66

Art-Nr. Seite

Cat. No. Page

5 0573 11 66

5 0573 14 66

5 0574 04 66

5 0574 14 66

5 0580 01 64

5 0650 01 67

5 0650 02 67

5 0650 03 67

5 0650 04 67

5 0650 05 67

5 0650 06 67

5 0800 01 67

5 0800 02 67

5 0800 03 67

5 0800 04 67

5 0810 00  67

5 0830 01 67

5 0830 02 67

5 0830 03 67

5 0830 04 67

5 0860 01 67

5 0920 01 62

5 0920 02 62

5 0920 03 62

5 0920 04 62

5 0950 01 62

5 0950 01 125

5 0950 02 62

5 0950 03 62

5 0950 04 62

5 0950 04 125

5 0970 01 62

5 0970 02 62

5 0970 03 62

5 0970 04 62

5 0980 01 62

5 0980 02 62

5 0980 03 62

5 0980 04 62

5 1010 01 62

5 1010 02 62

5 1010 03 62

5 1010 04 62

5 1030 01 62

5 1030 02 62

5 1030 03 62

5 1030 04 62

5 1050 01 63

5 1050 02 63

5 1050 03 63

5 1050 04 63

5 1061 10 133

5 1061 16 133

Art-Nr. Seite

Cat. No. Page

5 1062 16 133

5 1071 10 133

5 1071 16 133

5 1072 16 133

5 1081 10 127

5 1081 10 129

5 1081 10 133

5 1082 16 127

5 1082 16 129

5 1082 16 133

5 1082 30 127

5 1082 30 129

5 1082 30 133

5 1152 01 68

5 1153 01 68

5 1153 03 68

5 1153 04 68

5 1155 03 68

5 1155 04 68

5 1158 03 68

5 1158 04 68

5 1172 01 68

5 1173 01 68

5 1173 04 68

5 1175 04 68

5 1178 04 68

5 1192 01 68

5 1193 04 68

5 1195 04 68

5 1198 04 68

5 1240 02 68

5 1240 03 68

5 1240 04 68

5 1240 05 68

5 1240 06 68

5 1240 08 68

5 1270 03 68

5 1270 04 68

5 1270 05 68

5 1270 06 68

5 1270 08 68

5 1270 10 68

5 1302 01 69

5 1303 01 69

5 1303 03 69

5 1303 04 69

5 1305 03 69

5 1305 04 69

5 1332 01 69

5 1333 01 69

5 1333 03 69

5 1333 04 69

5 1335 03 69
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Art-Nr. Seite

Cat. No. Page

5 2233 02 71

5 2233 03 71

5 2233 04 71

5 2233 11 71

5 2233 12 71

5 2233 13 71

5 2233 14 71

5 2234 03 71

5 2234 04 71

5 2234 13 71

5 2234 14 71

5 2235 04 71

5 2235 14 71

5 2260 04 72

5 2260 05 72

5 2260 06 72

5 2260 14 72

5 2260 15 72

5 2260 16 72

5 2332 01 72

5 2332 11 72

5 2333 14 72

5 2334 04 72

5 2334 14 72

5 2335 04 72

5 2335 14 72

5 2402 01 73

5 2402 01 125

5 2402 02 73

5 2402 11 73

5 2402 12 73

5 2403 01 73

5 2403 02 73

5 2403 03 73

5 2403 04 73

5 2403 06 73

5 2403 11 73

5 2403 12 73

5 2403 13 73

5 2403 14 73

5 2403 16 73

5 2404 04 73

5 2404 06 73

5 2404 14 73

5 2404 16 73

5 2460 04 73

5 2460 05 73

5 2460 06 73

5 2460 07 73

5 2460 08 73

5 2460 14 73

5 2460 15 73

5 2460 16 73

Art-Nr. Seite

Cat. No. Page

5 2460 17 73

5 2460 18 73

5 2502 01 74

5 2502 04 74

5 2502 11 74

5 2502 14 74

5 2503 03 74

5 2503 04 74

5 2503 04 125

5 2503 13 74

5 2503 14 74

5 2504 04 74

5 2504 14 74

5 2505 04 74

5 2505 14 74

5 2550 00 74

5 2550 29 129

5 2550 50 74

5 2550 50 127

5 2600 01 76

5 2600 02 76

5 2600 03 76

5 2600 04 76

5 2630 01 76

5 2630 02 76

5 2630 03 76

5 2630 04 76

5 2650 01 76

5 2650 02 76

5 2650 03 76

5 2650 04 76

5 2660 01 76

5 2660 02 76

5 2660 03 76

5 2660 04 76

5 2680 01 76

5 2680 02 76

5 2680 03 76

5 2680 04 76

5 2720 01 77

5 2720 02 77

5 2720 03 77

5 2720 04 77

5 2720 11 77

5 2720 12 77

5 2720 13 77

5 2720 14 77

5 2750 01 77

5 2750 02 77

5 2750 03 77

5 2750 04 77

5 2750 11 77

5 2750 12 77

Art-Nr. Seite

Cat. No. Page

5 2750 13 77

5 2750 14 77

5 2800 01 78

5 2800 04 78

5 2850 01 78

5 2850 04 78

5 2850 05 78

5 2851 01 78

5 2851 04 78

5 2851 06 78

5 2851 08 78

5 2852 02 78

5 2852 04 78

5 2880 01 79

5 2880 02 79

5 2880 04 79

5 2881 01 79

5 2881 02 79

5 2881 04 79

5 2950 01 79

5 2950 04 79

5 2950 14 79

5 2951 01 79

5 2951 04 79

5 2951 14 79

5 2980 01 80

5 2980 04 80

5 2980 14 80

5 2981 01 80

5 2981 04 80

5 2981 14 80

5 3050 04 80

5 3050 14 80

5 3051 04 80

5 3051 14 80

5 3100 11 63

5 3100 44 63

5 3130 44 63

5 3180 03 92

5 3180 05 92

5 3180 08 92

5 3180 09 92

5 3180 12 92

5 3180 15 92

5 3180 17 92

5 3180 20 92

5 3180 25 92

5 3180 33 92

5 3210 01 92

5 3210 02 92

5 3210 03 92

5 3210 04 92

5 3300 10 93

Art-Nr. Seite

Cat. No. Page

5 3300 13 93

5 333 04 72

5 3330 10 93

5 3330 13 93

5 3370 01 93

5 3370 02 93

5 3370 03 93

5 3370 04 93

5 3390 10 93

5 3390 13 93

5 3390 18 93

5 3420 13 93

5 3420 15 93

5 3550 46 75

5 3550 58 75

5 3555 46 75

5 3555 58 75

5 3600 25 82

5 3600 31 82

5 3600 37 82

5 3600 43 82

5 3600 46 82

5 3600 49 82

5 3600 52 82

5 3600 58 82

5 3600 70 82

5 3650 25 82

5 3650 31 82

5 3650 37 82

5 3650 43 82

5 3650 46 82

5 3650 49 82

5 3670 73 83

5 3672 01 83

5 3700 25 84

5 3700 43 84

5 3700 49 84

5 3750 25 85

5 3750 43 85

5 3750 49 85

5 3750 58 85

5 3800 25 86

5 3800 31 86

5 3800 37 86

5 3800 43 86

5 3951 25 83

5 3951 31 83

5 3951 37 83

5 3951 43 83

5 3951 46 83

5 3951 49 83

5 3951 52 83

5 3951 58 83

Art-Nr. Seite

Cat. No. Page

5 3951 70 83

5 4001 31 83

5 4001 37 83

5 4001 43 83

5 4001 49 83

5 4001 58 83

5 4051 25 84

5 4051 43 84

5 4051 43 86

5 4051 49 84

5 4052 25 84

5 4052 43 84

5 4052 49 84

5 4101 25 85

5 4101 43 85

5 4101 49 85

5 4101 58 85

5 4151 25 86

5 4151 31 86

5 4151 37 86

5 4201 04 86

5 4201 05 86

5 4201 06 86

5 4310 31 87

5 4310 37 87

5 4310 49 87

5 4311 31 87

5 4311 37 87

5 4311 49 87

5 4312 01 87

5 4312 02 87

5 4312 03 87

5 4320 37 88

5 4320 49 88

5 4320 58 88

5 4321 37 88

5 4321 49 88

5 4321 58 88

5 4322 02 88

5 4322 03 88

5 4322 04 88

5 4330 37 89

5 4330 49 89

5 4330 58 89

5 4331 37 89

5 4331 49 89

5 4331 58 89

5 4332 02 89

5 4332 03 89

5 4332 04 89

5 4357 01 55

5 4357 02 55

5 4357 04 55

Art-Nr. Seite

Cat. No. Page

5 4357 06 55

5 4357 08 55

5 4407 01 55

5 4407 02 55

5 4407 04 55

5 4407 06 55

5 4407 08 55

5 4457 01 56

5 4457 02 56

5 4457 04 56

5 4457 06 56

5 4457 08 56

5 4507 00 56

5 4507 01 56

5 4507 02 56

5 4507 03 56

5 4507 04 56

5 4507 06 56

5 4508 00 56

5 4508 01 56

5 4508 02 56

5 4508 03 56

5 4508 04 56

5 4508 06 56

5 4509 01 57

5 4509 02 57

5 4509 04 57

5 4509 06 57

5 4509 11 57

5 4509 12 57

5 4509 14 57

5 4509 16 57

5 4700 04 58

5 4700 05 58

5 4700 05 58

5 4706 05 58

5 4706 06 58

5 4712 05 58

5 4712 06 58

5 4750 58 92

5 4750 70 92

5 4751 58 92

5 4751 70 92

5 4760 01 92

5 4760 04 92

5 4760 07 92

5 4760 10 92

5 4760 13 92

5 4760 19 92

5 4760 22 92

5 4760 28 92

5 4760 37 92

5 4761 01 92

Art-Nr. Seite

Cat. No. Page

5 1335 04 69

5 1362 01 69

5 1363 01 69

5 1363 03 69

5 1363 04 69

5 1365 03 69

5 1365 04 69

5 1701 11 69

5 1701 44 69

5 2000 01 70

5 2000 04 70

5 2102 01 70

5 2102 02 70

5 2102 11 70

5 2102 12 70

5 2103 01 70

5 2103 02 70

5 2103 03 70

5 2103 04 70

5 2103 11 70

5 2103 12 70

5 2103 13 70

5 2103 14 70

5 2104 01 70

5 2104 02 70

5 2104 03 70

5 2104 04 70

5 2104 04 98

5 2104 11 70

5 2104 12 70

5 2104 13 70

5 2104 14 70

5 2105 04 70

5 2105 14 70

5 2107 04 70

5 2107 14 70

5 2153 03 71

5 2153 04 71

5 2153 13 71

5 2153 14 71

5 2154 03 71

5 2154 04 71

5 2154 13 71

5 2154 14 71

5 2232 01 71

5 2232 02 71

5 2232 03 71

5 2232 04 71

5 2232 11 71

5 2232 12 71

5 2232 13 71

5 2232 14 71

5 2233 01 71
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Art-Nr. Seite

Cat. No. Page

5 4761 04 92

5 4761 07 92

5 4761 10 92

5 4761 13 92

5 4761 19 92

5 4761 22 92

5 4761 28 92

5 4761 37 92

5 4850 00 97

5 4850 01 97

5 5005 11 94

5 5005 12 94

5 5005 13 94

5 5005 14 94

5 5005 37 94

5 5005 49 94

5 5005 58 94

5 5005 70 94

5 5006 00 95

5 5100 11 94

5 5100 12 94

5 5100 13 94

5 5100 14 94

5 5100 37 94

5 5100 49 94

5 5100 58 94

5 5100 70 94

5 5101 11 94

5 5101 12 94

5 5101 13 94

5 5101 14 94

5 5101 37 94

5 5101 49 94

5 5101 58 94

5 5101 70 94

5 5102 11 94

5 5102 12 94

5 5102 13 94

5 5102 14 94

5 5102 37 94

5 5102 49 94

5 5102 58 94

5 5102 70 94

5 5104 00 95

5 5104 01 95

5 5104 02 95

5 5104 10 95

5 5104 11 95

5 5104 12 95

5 5150 37 94

5 5150 49 94

5 5150 58 94

5 5150 70 94

Art-Nr. Seite

Cat. No. Page

5 5300 58 95

5 5301 58 95

5 5303 00 95

5 5303 01 95

5 5600 02 102

5 5600 05 102

5 5600 08 102

5 5600 12 102

5 5600 15 102

5 5600 19 102

5 5600 22 102

5 5600 25 102

5 5600 28 102

5 5605 02 102

5 5605 04 102

5 5605 09 102

5 5605 13 102

5 5605 16 102

5 5605 21 102

5 5653 34 102

5 5653 40 102

5 5653 50 102

5 5653 80 102

5 5655 34 102

5 5655 40 102

5 5655 50 102

5 5655 80 102

5 5657 34 102

5 5657 40 102

5 5657 50 102

5 5657 80 102

5 5680 03 102

5 5680 06 102

5 5680 10 102

5 5800 03 100

5 5850 00 100

5 5852 00 100

5 5860 00 100

5 5900 00 100

5 5960 0 97

5 6000 00 98

5 6000 02 98

5 6000 04 98

5 6003 01 98

5 6003 03 98

5 6003 05 98

5 6050 37 96

5 6050 49 96

5 6055 00 96

5 6055 01 96

5 6300 10 99

5 6300 13 99

5 6300 22 99

Art-Nr. Seite

Cat. No. Page

5 6300 28 99

5 6300 37 99

5 6302 10 99

5 6302 13 99

5 6302 22 99

5 6302 28 99

5 6302 37 99

5 6400 13 99

5 6400 22 99

5 6400 28 99

5 6400 37 99

5 6600 06 99

5 6600 07 99

5 6600 08 99

5 6602 06 99

5 6602 07 99

5 6700 01 101

5 6700 03 101

5 6700 05 101

5 6750 00 103

5 6750 03 103

5 6750 05 103

5 6800 43 97

5 6800 52 97

5 6800 58 97

5 6800 70 97

5 6801 43 97

5 6801 52 97

5 6801 58 97

5 6801 70 97

5 7000 07 104

5 7000 10 104

5 7000 14 104

5 7000 26 104

5 7000 30 104

5 7000 34 104

5 7000 38 104

5 7000 42 104

5 7001 07 104

5 7001 10 104

5 7001 14 104

5 7001 26 104

5 7001 30 104

5 7001 34 104

5 7001 38 104

5 7001 42 104

5 7002 07 104

5 7002 10 104

5 7002 14 104

5 7002 26 104

5 7002 30 104

5 7002 34 104

5 7002 38 104

Art-Nr. Seite
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5 7002 42 104

5 7050 15 104

5 7050 16 104

5 7051 15 104

5 7051 16 104

5 7052 15 104

5 7052 16 104

5 7060 01 104

5 7060 02 104

5 7060 03 104

5 7060 04 104

6 0001 37 115

6 0001 49 115

6 0001 58 115

6 0002 49 115

6 0002 58 115

6 0002 70 115

6 0002 73 115

6 0002 76 115

6 0002 79 115

6 0004 73 115

6 0004 76 115

6 0004 79 115

6 0004 82 115

6 0004 85 115

6 0004 88 115

6 0004 94 115

6 0005 88 115

6 0005 94 115

6 0011 37 115

6 0011 49 115

6 0011 58 115

6 0011 70 115

6 0012 49 115

6 0012 58 115

6 0012 70 115

6 0012 73 115

6 0012 76 115

6 0012 79 115

6 0014 73 115

6 0014 76 115

6 0014 79 115

6 0014 82 115

6 0014 85 115

6 0014 88 115

6 0014 94 115

6 0015 88 115

6 0015 94 115

6 0051 49 117

6 0051 58 117

6 0051 70 117

6 0052 70 117

6 0052 73 117

Art-Nr. Seite

Cat. No. Page

6 0052 76 117

6 0052 79 117

6 0052 82 117

6 0052 85 117

6 0052 88 117

6 0052 94 117

6 0054 85 117

6 0054 88 117

6 0054 94 117

6 0055 85 117

6 0055 88 117

6 0055 94 117

6 0071 28 116

6 0071 37 116

6 0071 49 116

6 0071 58 116

6 0072 58 116

6 0072 70 116

6 0072 73 116

6 0072 76 116

6 0072 79 116

6 0074 73 116

6 0074 76 116

6 0074 79 116

6 0074 82 116

6 0074 85 116

6 0074 88 116

6 0074 94 116

6 0075 85 116

6 0075 88 116

6 0075 94 116

6 0081 49 117

6 0081 58 117

6 0081 70 117

6 0082 73 117

6 0082 79 117

6 0082 85 117

6 0082 88 117

6 0082 94 117

6 0084 85 117

6 0084 88 117

6 0084 94 117

6 0085 85 117

6 0085 88 117

6 0085 94 117

6 0101 37 118

6 0101 49 118

6 0101 58 118

6 0102 49 118

6 0102 58 118

6 0102 70 118

6 0102 73 118

6 0102 76 118

Art-Nr. Seite

Cat. No. Page

6 0102 79 118

6 0104 73 118

6 0104 76 118

6 0104 79 118

6 0104 82 118

6 0104 85 118

6 0111 37 118

6 0111 49 118

6 0111 58 118

6 0112 49 118

6 0112 58 118

6 0112 70 118

6 0112 73 118

6 0112 76 118

6 0112 79 118

6 0114 73 118

6 0114 76 118

6 0114 79 118

6 0114 82 118

6 0114 85 118

6 0114 88 118

6 0114 94 118

6 0115 85 118

6 0115 88 118

6 0201 49 121

6 0201 58 121

6 0201 70 121

6 0202 73 121

6 0202 79 121

6 0202 85 121

6 0204 85 121

6 0211 49 121

6 0211 58 121

6 0211 70 121

6 0212 73 121

6 0212 79 121

6 0212 85 121

6 0214 88 121

6 0215 85 121

6 0215 88 121

6 0301 37 119

6 0301 37 125

6 0301 49 119

6 0301 49 125

6 0301 58 119

6 0301 58 125

6 0302 49 119

6 0302 58 119

6 0302 58 125

6 0302 70 119

6 0302 70 125

6 0302 73 119

6 0302 73 125

Art-Nr. Seite

Cat. No. Page

6 0302 76 119

6 0302 79 119

6 0304 73 119

6 0304 76 119

6 0304 79 119

6 0304 82 119

6 0304 85 119

6 0304 88 119

6 0311 37 119

6 0311 49 119

6 0311 58 119

6 0312 49 119

6 0312 58 119

6 0312 70 119

6 0312 73 119

6 0312 76 119

6 0312 79 119

6 0314 73 119

6 0314 76 119

6 0314 79 119

6 0314 82 119

6 0314 85 119

6 0314 85 127

6 0314 85 129

6 0314 88 119

6 0314 88 127

6 0314 88 129

6 0314 94 119

6 0314 94 127

6 0314 94 129

6 0315 85 119

6 0315 85 127

6 0315 85 129

6 0315 88 119

6 0315 88 127

6 0315 88 129

6 0315 94 119

6 0315 94 127

6 0315 94 129

6 0315 97 127

6 0315 97 129

6 0401 49 121

6 0401 58 121

6 0401 70 121

6 0402 73 121

6 0402 79 121

6 0402 85 121

6 0404 85 121

6 0411 49 121

6 0411 58 121

6 0411 70 121

6 0412 73 121

6 0412 79 121
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6 1041 11 123

6 1041 41 123

6 1042 41 123

6 1042 44 123

6 1042 64 123

6 1044 44 123

6 1044 64 123

6 1044 65 129

6 1044 70 127

6 1045 44 123

6 1045 64 123

6 1045 65 129

6 1045 70 127

6 1052 41 123

6 1052 44 123

6 1052 64 123

6 1054 44 123

6 1054 64 123

6 1055 44 123

6 1055 64 123

6 2460 06 132

6 2460 10 132

6 2460 15 132

6 2460 20 132

6 2465 06 125

6 2465 06 132

6 2465 10 125

6 2465 10 132

6 2465 15 132

6 2470 10 132

6 2470 15 132

6 2470 20 132

6 2472 10 132

6 2472 11 132

6 2474 15 132

6 2474 16 132

6 2474 17 132

6 2475 20 132

6 2475 21 132

6 2476 01 126

6 2476 01 127

6 2476 02 126

6 2476 02 127

6 2476 10 130

6 2476 11 130

6 2476 12 130

6 2476 13 130

6 2476 14 130

6 2476 15 130

6 2476 16 130

6 2476 17 131

6 2476 18 131

6 2476 19 131

Art-Nr. Seite

Cat. No. Page

6 2476 30 130

6 2476 34 131

6 2476 38 131

6 2478 01 128

6 2478 01 129

6 2478 02 128

6 2478 02 129

6 2480 06 125

6 2480 06 132

6 2480 10 125

6 2480 10 132

6 2480 15 127

6 2480 15 129

6 2480 15 132

6 2480 20 127

6 2480 20 129

6 2480 20 132

6 2482 06 132

6 2482 10 132

6 2482 15 132

6 2482 20 132

6 2485 15 127

6 2485 15 129

6 2485 15 133

6 2485 25 127

6 2485 25 129

6 2485 25 133

6 2485 40 133

6 2485 50 127

6 2485 50 133

6 2488 15 127

6 2488 15 129

6 2488 15 133

6 2488 25 127

6 2488 25 129

6 2488 25 133

6 2488 40 133

6 2488 50 127

6 2488 50 133

6 2500 00 131

6 2601 37 124

6 2601 37 125

6 2601 49 124

6 2601 49 125

6 2601 58 124

6 2601 58 125

6 2602 58 124

6 2602 58 125

6 2602 70 124

6 2602 70 125

6 2602 73 124

6 2602 73 125

6 2654 85 128

Art-Nr. Seite

Cat. No. Page

6 2654 85 129

6 2654 88 128

6 2654 88 129

6 2654 94 128

6 2654 94 129

6 2655 85 128

6 2655 85 129

6 2655 88 128

6 2655 88 129

6 2655 94 128

6 2655 94 129

6 2655 97 128

6 2655 97 129

6 2704 85 126

6 2704 85 127

6 2704 88 126

6 2704 88 127

6 2704 94 126

6 2704 94 127

6 2705 85 126

6 2705 85 127

6 2705 88 126

6 2705 88 127

6 2705 94 126

6 2705 94 127

6 2705 97 126

6 2705 97 127

6 3005 10 136

6 3005 16 136

6 3010 24 136

6 3010 29 136

6 3016 29 136

6 3016 45 136

6 3020 29 136

6 3020 45 136

6 3025 29 134

6 3025 45 134

6 3030 29 135

6 3030 45 135

6 3036 45 135

6 3040 01 135

6 3040 03 135

6 3040 05 135

6 3041 01 135

6 3041 03 135

6 3043 01 135

6 3043 03 135

6 3060 04 125

6 3060 04 135

6 3060 06 135

6 3062 04 135

6 3062 06 127

6 3062 06 129

Art-Nr. Seite
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6 3062 06 135

6 3070 01 125

6 3070 01 137

6 3070 03 125

6 3070 03 137

6 3070 05 125

6 3070 05 137

6 3070 07 125

6 3070 08 137

6 3070 10 137

6 3070 11 137

6 3070 13 137

6 3070 15 137

6 3070 30 137

6 3070 31 137

6 3070 33 137

6 3070 35 137

6 3070 61 137

6 3070 63 137

6 3070 65 137

6 3070 68 137

6 3072 01 137

6 3072 05 137

6 3072 08 137

6 3072 10 137

6 3072 11 137

6 3072 13 137

6 3072 15 137

6 3072 51 137

6 3072 55 137

6 3072 60 137

6 3072 68 137

6 3072 71 137

6 3072 73 137

6 3072 75 137

6 3073 01 137

6 3073 03 137

6 3073 05 137

6 3073 10 137

6 3073 11 137

6 3080 01 138

6 3080 03 138

6 3080 05 138

6 3080 07 138

6 3080 09 138

6 3080 31 138

6 3080 33 138

6 3080 35 138

6 3080 37 138

6 3080 39 138

6 3081 01 138

6 3081 03 138

6 3100 00 134

Art-Nr. Seite
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6 3105 01 134

6 3105 02 134

6 3105 03 134

6 3105 03 137

6 3105 04 134

6 3105 05 134

6 3105 06 134

6 3105 07 134

6 3150 01 139

6 3150 03 139

6 3150 05 139

6 3150 07 139

6 3150 08 139

6 3150 11 139

6 3150 15 139

6 3150 31 139

6 3150 33 139

6 3150 35 139

6 3150 37 139

6 3150 38 139

6 3150 41 139

6 3150 45 139

6 3152 01 139

6 3152 05 139

6 3152 07 139

6 3152 08 139

6 3152 11 139

6 3152 15 139

6 3206 28 140

6 3206 37 140

6 3206 49 140

6 3206 58 140

6 3206 70 140

6 3207 28 140

6 3207 37 140

6 3207 49 140

6 3207 58 140

6 3207 70 140

6 3210 49 140

6 3210 58 140

6 3210 70 140

6 3210 73 140

6 3210 76 140

6 3210 79 140

6 3210 85 140

6 3210 88 140

6 3211 49 140

6 3211 58 140

6 3211 70 140

6 3211 73 140

6 3211 76 140

6 3211 79 140

6 3211 85 140

Art-Nr. Seite

Cat. No. Page

6 3211 88 140

6 3215 73 140

6 3215 76 140

6 3215 79 140

6 3215 88 140

6 3215 94 140

6 3216 73 140

6 3216 76 140

6 3216 79 140

6 3216 88 140

6 3216 94 140

6 3310 06 127

6 3310 06 129

6 3310 10 127

6 3310 10 129

6 3310 20 127

6 3310 20 129

6 3310 30 127

6 3310 30 129

6 3500 70 129

6 3500 79 129

6 3505 04 129

6 3550 04 127

6 3550 04 129

6 3550 10 129

6 3550 11 127

6 3551 14 129

6 4000 00 125

6 4000 00 141

6 4005 01 126

6 4005 01 127

6 4005 01 128

6 4005 01 129

6 4005 01 129

6 4005 01 141

6 4005 10 141

6 4005 14 141

6 5000 05 129

6 5000 08 127

6 5150 05 129

6 5150 10 129

6 5200 00 129

6 5200 05 129

6 8000 00 125

6 8000 01 125

6 8000 02 130

6 8000 03 130

6 9000 01 125

6 9000 01 126

6 9000 01 127

6 9000 01 127

6 9000 01 128

6 9000 01 129

Art-Nr. Seite

Cat. No. Page

6 0412 85 121

6 0414 85 121

6 0414 88 121

6 0415 85 121

6 0415 88 121

6 0611 37 120

6 0611 49 120

6 0611 58 120

6 0612 20 127

6 0612 20 129

6 0612 49 120

6 0612 58 120

6 0612 70 120

6 0612 73 120

6 0612 76 120

6 0612 79 120

6 0613 10 125

6 0613 10 129

6 0613 10 142

6 0613 12 142

6 0614 73 120

6 0614 76 120

6 0614 79 120

6 0614 82 120

6 1001 01 122

6 1001 04 122

6 1002 01 122

6 1002 04 122

6 1002 06 122

6 1004 04 122

6 1004 06 122

6 1005 04 122

6 1005 06 122

6 1021 11 122

6 1021 41 122

6 1022 14 122

6 1022 44 122

6 1022 64 122

6 1024 44 122

6 1024 64 122

6 1025 44 122

6 1025 64 122

6 1031 11 122

6 1031 41 122

6 1031 41 125

6 1032 41 122

6 1032 44 122

6 1032 44 125

6 1032 64 122

6 1034 44 122

6 1034 64 122

6 1035 44 122

6 1035 64 122
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60015 85 115

7 0010 10 105

7 0010 13 105

7 0010 22 105

7 0010 28 105

7 0010 37 105

7 0010 43 105

7 0010 49 105

7 0010 55 105

7 0010 61 105

7 0010 67 105

7 0010 70 105

7 0010 73 105

7 0010 76 105

7 0010 82 105

7 0010 88 105

7 0040 28 105

7 0040 37 105

7 0040 43 105

7 0040 49 105

7 0040 55 105

7 0040 61 105

7 0040 67 105

7 0040 70 105

7 0040 73 105

7 0040 76 105

7 0200 22 105

7 0200 28 105

7 0200 37 105

7 0200 46 105

7 0200 49 105

7 0200 52 105

7 0200 58 105

7 0200 70 105

7 0200 73 105

7 0200 76 105

7 0200 82 105

7 0250 22 105

7 0250 28 105

7 0250 37 105

7 0250 46 105

7 0250 49 105

7 0250 52 105

7 0250 58 105

7 0250 70 105

7 0250 73 105

7 0300 28 106

7 0300 37 106

7 0300 49 106

7 0300 58 106

7 0300 70 106

7 0300 73 106

7 0300 76 106

Art-Nr. Seite

Cat. No. Page

7 0300 79 106

7 0300 82 106

7 0300 85 106

7 0300 88 106

7 0300 94 106

7 0350 28 106

7 0350 37 106

7 0350 49 106

7 0350 58 106

7 0350 70 106

7 0350 71 106

7 0350 72 106

7 0350 73 106

7 0350 76 106

7 0350 79 106

7 0350 82 106

7 0350 84 106

7 0350 85 106

7 0350 88 106

7 0350 94 106

7 0450 28 106

7 0450 37 106

7 0450 49 106

7 0450 58 106

7 0450 70 106

7 0450 73 106

7 0450 76 106

7 0450 79 106

7 0450 82 106

7 0450 85 106

7 0450 88 106

7 0500 28 106

7 0500 37 106

7 0500 49 106

7 0500 58 106

7 0500 70 106

7 0500 73 106

7 0500 74 106

7 1000 58 95

7 1050 22 107

7 1050 28 107

7 1050 37 107

7 1050 49 107

7 1050 58 107

7 1050 70 107

7 1050 73 107

7 1050 82 107

7 1050 88 107

7 1050 91 107

7 1050 94 107

7 1051 00 107

7 1052 00 107

7 1053 00 107

Art-Nr. Seite

Cat. No. Page

7 1054 00 107

7 1054 01 107

7 1055 00 107

7 1055 01 107

7 1055 02 107

7 1056 00 107

7 1056 00 109

7 1056 01 107

7 1800 10 109

7 1800 20 109

7 1800 30 109

7 1800 40 109

7 1800 50 109

7 1800 60 109

7 1801 10 109

7 1801 20 109

7 1801 30 109

7 1801 40 109

7 1801 50 109

7 1801 60 109

7 1802 10 109

7 1802 20 109

7 1802 30 109

7 1802 40 109

7 1802 50 109

7 1802 60 109

7 1803 10 109

7 1803 20 109

7 1803 30 109

7 1803 40 109

7 1803 50 109

7 1803 60 109

7 1804 10 109

7 1804 20 109

7 1804 30 109

7 1804 40 109

7 1804 50 109

7 1851 23 109

7 1851 30 109

7 1851 40 109

7 1852 20 109

7 1852 23 109

7 1852 30 109

7 1852 40 109

7 1853 20 109

7 1853 23 109

7 1853 30 109

7 1853 40 109

7 1854 20 109

7 1854 23 109

7 1854 30 109

7 1854 40 109

7 1870 26 109

Art-Nr. Seite

Cat. No. Page

7 1870 33 109

7 1870 41 109

7 1870 49 109

7 1890 27 109

7 1890 34 109

7 1890 41 109

7 1890 50 109

7 1900 10 110

7 1901 10 110

7 1902 10 110

7 1903 10 110

7 1904 10 110

7 1951 28 110

7 1951 34 110

7 1951 40 110

7 1951 58 110

7 1951 70 110

7 1951 79 110

7 1952 28 110

7 1952 34 110

7 1952 40 110

7 1952 58 110

7 1952 70 110

7 1952 79 110

7 1953 28 110

7 1953 34 110

7 1953 40 110

7 1953 58 110

7 1953 70 110

7 1953 79 110

7 1954 28 110

7 1954 34 110

7 1954 40 110

7 1954 58 110

7 1954 70 110

7 1954 79 110

7 2003 25 110

7 2004 25 110

7 2050 20 111

7 2051 20 111

7 2052 20 111

7 2053 20 111

7 2054 20 111

7 2060 25 111

7 2061 25 111

7 2062 25 111

7 2063 25 111

7 2064 25 111

7 2080 20 111

7 2081 20 111

7 2082 20 111

7 2083 20 111

7 2084 20 111

Art-Nr. Seite

Cat. No. Page

7 2090 25 111

7 2091 25 111

7 2092 25 111

7 2093 25 111

7 2094 25 111

7 2110 25 112

7 2111 25 112

7 2112 25 112

7 2120 25 112

7 2121 25 112

7 2122 25 112

7 2200 01 111

7 2200 02 111

7 2200 03 111

7 2200 04 111

7 6900 58 99

7 6900 70 99

7 6900 73 99
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Bezeichnung Seite

Ablasshähne für Abklärflaschen 28

Achtkant-Deckelstopfen, Glas 19

Achtkant-Deckelstopfen, Kunststoff 19

Alu-Ringe mit Häkchen 13

Ankerrührer mit
GL-Gewindeanschluss

140

Ankerrührer mit Kupplungszapfen 140

ASTM-Zentrifugenglas, birnenförmig 103

ASTM-Zentrifugenglas, zylindrisch 103

Auffangkolben 37

Auffangkolben mit
PUR-Beschichtung

39

Aufsatz zur Wasserdampf-
destillation

64

Ausgießringe 107

Bechergläser, hohe Form 105

Bechergläser, niedrige Form 105

Blasenzähler 97

Büretten-Ventilhahn, gerade 27

Büretten-Ventilhahn, seitlich 27

Chromatographie-Säulen mit
Einstichen und Bördelrand

55

Chromatographie-Säulen mit
Einstichen und NS-Hülse

55

Chromatographie-Säulen mit
Fritte und Bördelrand

56

Chromatographie-Säulen mit
Fritte und NS-Hülse mit PTFE-
oder Ventilhahn

56

Chromatographie-Säulen mit
Fritte, mit NS-Hülse und NS-Kern, 
mit PTFE-Hahn

57

Chromatographie-Säulen mit
Fritte, mit NS-Hülse und NS-Kern, 
mit Ventilhahn

57

Destillationsthermometer 67

Destillatverteiler für Destillier-
vorlagen nach Bredt

78

Destillieraufsätze 61

Destillieraufsätze nach Claisen 61

Destillierbrücke zur Kurzweg-
destillation

64

Destillierbrücken 64

Destillierbrücken mit Liebig-Kühler 
und GL-Anschluss

65

Destillierbrücken mit Liebig-Kühler 
und Olive

65

Destillierbrücken mit Liebig-Kühler, 
Vakuumvorstoß und GL-Anschluss

65

Destillierbrücken mit Liebig-Kühler, 
Vakuumvorstoß und Olive

65

Destillierbrücken mit Schliffhülse 64

Destillierbrücken mit Tropfenfänger 64

Destillierbrücken nach Claisen,
mit GL-Anschluss

66

Destillierbrücken nach Claisen,
mit Olive

66

Destillierbrücken nach Claisen, mit 
Vakuumvorstoß und GL-Anschluss

66

Destillierbrücken nach Claisen, mit 
Vakuumvorstoß und Olive

66

Destilliervorlagen (Spinnen) nach 
Bernauer

79

Destilliervorlagen (Spinnen) nach 
Bernauer, mit Kolben

79

Destilliervorlagen nach Anschütz-
Thiele, gerade

79

Bezeichnung Seite

Destilliervorlagen nach Anschütz-
Thiele, gerade, mit Temperiermantel

80

Destilliervorlagen nach Anschütz-
Thiele, schräg

80

Destilliervorlagen nach Bredt,
gebogen

78

Destilliervorlagen nach Bredt, 
gerade

78

Destilliervorstöße, gebogen 76

Destilliervorstöße, gebogen, mit 
Belüftung 

76

Destilliervorstöße, gerade, mit
Absaugrohr

76

Destilliervorstöße, kurz, gebogen 76

Destilliervorstöße, lang, gebogen 76

Dichtungsringe 132

Dimroth-Kühler, für Extraktoren,
mit GL-Anschlüssen

73

Dimroth-Kühler, für Extraktoren,
mit Oliven

73

Dimroth-Kühler, mit GL-Anschlüssen 73

Dimroth-Kühler, mit Oliven 73

Doppelkreuzmuffe (Kombimuffe) 131

Doppelstücke, Hülse mit Kern 13

Dosieraufsätze 92

Drahtklemmen 14

Dreihals-Aufsätze 60

Dreihals-Rundkolben, Seitenhälse 
parallel

41

Dreihals-Rundkolben, Seitenhälse 
schräg

42

Dreiweg-Kegelhähne mit Glasküken 26

Dreiweg-Kegelhähne mit PTFE-
Küken

26

Dreiweg-Kegelhähne nach Czako, 
mit Glasküken

26

Dreiweg-Kegelhähne nach Czako, 
mit PTFE-Küken

26

Edelstahl-Kugelflansche, Pfanne
mit Gewinde

133

Einhals-Spitzkolben mit Normschliff 35

Einmal-Schliffmanschetten,
dünnwandig, PTFE

13

Einweg-Kegelhähne mit massivem 
Glasküken

24

Einweg-Kegelhähne mit PTFE-Küken 24

Einzelteile für Gaswaschflaschen mit 
Schraubverbindungsanschlüssen

95

Einzelteile für Wasserbestimmungs-
apparate nach Dean Stark

98

Erlenmeyer-Kolben mit DIN-Gewinde 35

Erlenmeyer-Kolben mit Normschliff 34

Erlenmeyer-Kolben mit Normschliff, 
Braunglas

34

Erlenmeyer-Kolben, Enghals 105

Erlenmeyer-Kolben, Weithals 105

Ersatz-Ventilspindeln 25

Ersatz-Ventilstempel 142

Ersatzteile für Rührverschlüsse mit 
GL-Außengewinde

135

Ersatzventil 142

Extraktionsapparat nach Soxhlet, 
2.000 ml, mit Flansch

83

Extraktionsapparate für Feststoffe 87

Extraktionsapparate für spezifisch 
leichte Extraktionsmittel

88

Bezeichnung Seite

Extraktionsapparate für spezifisch 
schwere Extraktionsmittel

89

Extraktionsapparate nach Soxhlet, 
mit Allihn-Kühler

82

Extraktionsapparate nach Soxhlet, 
mit Dimroth-Kühler

82

Extraktionsapparate nach
Thielepape

84

Extraktionsaufsatz nach Soxhlet, 
2.000 ml, mit Flansch

83

Extraktionsaufsätze für Feststoffe 87

Extraktionsaufsätze für spezifisch 
leichte Extraktionsmittel

88

Extraktionsaufsätze für spezifisch 
schwere Extraktionsmittel

89

Extraktionsaufsätze nach Soxhlet 83

Extraktionsaufsätze nach
Thielepape

84

Extraktionshülsen 87

Federklemmen für Sauerstoff-
Flaschen nach Winkler

96

Feststellschrauben für Gabelklem-
men

14

Filterkerzen 111

Filterkerzen mit Rohr 111

Filternutschen 110

Filterrohre nach Allihn 111

Filtertiegel 109

Filtertrichter, Kegelform 110

Filtriervorstöße 109

Flexible Kupplung für Rührer 141

Frittenhülsen 84

Fußplatte 131

Fußplatte, verstellbar 131

Gabelklemmen für Kugelschliffe 16

Gabelklemmen für Normschliffe 14

Gas-Probenrohre 97

Gaseinleitungsrohr mit Ventilhahn 67

Gaseinleitungsrohre, gebogen 67

Gaseinleitungsrohre, gerade 67

Gasverteilungsrohre, mittig
angeschmolzen

112

Gasverteilungsrohre, seitlich
angeschmolzen

112

Gaswaschflaschen nach Drechsel 
mit Filterplatte

94

Gaswaschflaschen nach Drechsel 
ohne Filterplatte

94

Gaswaschflaschen nach Drechsel, 
mit Schraubverbindungsanschlüssen

95

Gaswaschflaschen ohne Aufsatz 94

Gaswaschflaschenaufsätze,
mit Filterplatte

95

Gaswaschflaschenaufsätze,
ohne Filterplatte

95

Gelenkkupplungen für Rührer 141

Gerader Bürettenhahn mit Glasküken 27

Gerader Bürettenhahn mit
PTFE-Küken

27

Gewinderohre mit NS-Kern 17

Gewinderohre mit NS-Kern, Kappe 
und Dichtung

17

Gewinderohre zum Ansetzen 17

Glas-Hahnküken 24
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Glasfilter-Platten 109

Glasperlen 68

Gummi-Manschetten 109

Haltefedern 13

Halterungen für Gitterstative 132

Heiß-Extraktionsapparate nach 
Knöfler-Böhm

85

Heiß-Extraktionsapparate nach 
Twisselmann

86

Heiß-Extraktionsaufsätze nach 
Knöfler-Böhm

85

Heiß-Extraktionsaufsätze nach 
Twisselmann

86

Hochleistungskühler mit vier
Kühlwendeln

74

Hülsenschliffe 12

Hülsenschliffe mit speziellen
Rohrmaßen

12

Intensivkühler (Doppelwandkühler), 
mit GL-Anschlüssen

74

Intensivkühler (Doppelwandkühler), 
mit Oliven

74

Jodzahl-Kolben mit Normschliff,
mit Kragen

36

Jodzahl-Kolben mit Normschliff, 
ohne Kragen

36

Kegelschliffklemmen Typ „Safety 
Clip“

15

Kegelschliffklemmen Typ Keck™ 14

Kernschliffe 10

Kernschliffe mit Ablauf und
besonderen Rohrmaßen

11

Kernschliffe mit Abtropfring 11

Kernschliffe mit Abtropfspitze 10

Kernschliffe mit Verengung 10

Kippautomaten 92

Kjeldahl-Kolben 36

Kolonnen nach Hempel 68

Kolonnen nach Hempel mit
angeschmolzenem Vakuummantel

68

Kolonnen nach Hempel mit
aufgeschobenem Glasmantel

68

Kolonnen nach Vigreux 69

Kolonnen nach Vigreux mit
angeschmolzenem Vakuummantel

69

Kolonnen nach Vigreux mit
aufgeschobenem Glasmantel

69

Kolonnenköpfe mit Ventilhahn 69

Krümmer, 75° 60

Krümmer, 90° 60

Kugelflansch-Dichtungen 133

Kugelflansch-Halterungen 133

Kugelflansch-Verbindungen 16

Kugelflansche, Kugel mit Olive 133

Kugelflansche, Pfanne mit Olive 133

Kugelknoten 131

Kugelkühler nach Allihn, für
Extraktoren, mit GL-Anschlüssen

72

Kugelkühler nach Allihn, für
Extraktoren, mit Oliven 

72

Kugelkühler nach Allihn, mit
GL-Anschlüssen

71

Kugelkühler nach Allihn, mit Oliven 71

Kugelschliffkugeln 16

Bezeichnung Seite

Kugelschliffschalen 16

Kühler mit Vorlage nach Twisselmann 86

Kühler nach Davies, mit
GL-Anschlüssen

71

Kühler nach Davies, mit Oliven 71

Kühler nach Liebig, mit
GL-Anschlüssen

70

Kühler nach Liebig, mit Oliven 70

Kühlfallen (Kältefallen) mit
Kondensatablauf

75

Kühlfallen (Kältefallen) ohne
Kondensatablauf

75

Kühlrohre ohne Mantel 70

Laborflaschen 107

Langschliff-Hülsen 12

Langschliff-Kerne 11

Langschliff-Kerne mit Verengung 11

Lenkrollen 131

Mikro-Filternutschen 110

Oliven, gebogen 18

Oliven, gerade 18

Planschliff-Deckel, Mittelhals 122

Planschliff-Deckel, Mittelhals,
drei schräge Seitenhälse,
ein gerader Seitenhals

123

Planschliff-Deckel, Mittelhals,
ein schräger Seitenhals

122

Planschliff-Deckel, Mittelhals,
zwei schräge Seitenhälse

122

Planschliff-Deckel, Mittelhals,
zwei schräge Seitenhälse,
ein gerader Seitenhals

123

PTFE-Hahnküken 24

PTFE-Rührblätter 139

PTFE-Rührflügel 138

Pulverkolben mit Normschliff 37

Pyknometer nach Gay-Lussac 
justiert

99

Pyknometer nach Gay-Lussac
justiert, mit Thermometer und
Seitenkapillare

99

Pyknometer nach Gay-Lussacnicht 
justiert

99

Pyknometeraufsätze mit/ohne 
Flasche

99

Raschig-Ringe 68

Reagenzglas-Zerstäuber 58

Reagenzgläser mit Normschliff,
mit Graduierung

104

Reagenzgläser mit Normschliff, 
ohne Graduierung

104

Reaktionsapparate mit
absteigender Destillation

128

Reaktionsapparate, Labormaßstab 124

Reaktionsgefäße, kugelförmig 117

Reaktionsgefäße, kugelförmig,
mit Entleerungsventil

117

Reaktionsgefäße, kugelförmig,
mit Temperiermantel

121

Reaktionsgefäße, kugelförmig,
mit Temperiermantel und
Entleerungsventil

121

Reaktionsgefäße, zylindrisch 115

Reaktionsgefäße, zylindrisch, mit 
Entleerungsventil

116

Bezeichnung Seite

Reaktionsgefäße, zylindrisch,
mit Temperier- und Vakuummantel 
und Entleerungsventil

120

Reaktionsgefäße, zylindrisch,
mit Temperiermantel

118

Reaktionsgefäße, zylindrisch,
mit Temperiermantel und
Entleerungsventil

119

Rechteckdiagonalen 130

Rückfluss-Reaktionsapparate 126

Rückschlagventil 100

Rührer mit beweglichen Flügeln
und GL-Gewindeanschluss

138

Rührer mit beweglichen Flügeln
und Kupplungszapfen

138

Rührer mit PTFE-Rührblatt und
GL-Gewindeanschluss

139

Rührer mit PTFE-Rührblatt und 
Kupplungszapfen

139

Rührer mit Rührverschluss 134

Rührer mit seitlichem Rührblatt
und GL-Gewindeanschluss

137

Rührer mit seitlichem Rührblatt
und Kupplungszapfen

137

Rührverschlüsse 136

Rührverschlüsse mit doppelter 
Lippendichtung

135

Rührverschlüsse mit
GL-Außengewinde

135

Rührverschlüsse mit
Temperiermantel

134

Rührverschlüsse mit Vakuummantel 136

Rührwellen 136

Rundkolben mit Normschliff 32

Rundkolben mit Normschliff,
Braunglas

33

Rundkolben, Enghals 106

Rundkolben, Weithals 106

Sauerstoff-Flaschen nach Winkler 96

Scheibenknoten 131

Scheidetrichter nach Gilson,
mit Glasküken

51

Scheidetrichter nach Gilson,
mit PTFE-Küken

51

Scheidetrichter nach Squibb, 
Braunglas, ohne Teilung, mit
Glasküken

50

Scheidetrichter nach Squibb, 
Braunglas, ohne Teilung, mit
PTFE-Küken

50

Scheidetrichter nach Squibb,
mit Glasküken, mit Teilung

49

Scheidetrichter nach Squibb,
mit Glasküken, ohne Teilung

49

Scheidetrichter nach Squibb,
mit PTFE-Küken, mit Teilung

49

Scheidetrichter nach Squibb,
mit PTFE-Küken, ohne Teilung

49

Scheidetrichter, konisch, Braunglas, 
ohne Teilung, mit Glasküken

50

Scheidetrichter, konisch, Braunglas, 
ohne Teilung, mit PTFE-Küken

50

Scheidetrichter, konisch, mit
Glasküken, mit Teilung

48

Scheidetrichter, konisch, mit
Glasküken, ohne Teilung

48

Scheidetrichter, konisch, mit 
PTFE-Küken, mit Teilung

48

Scheidetrichter, konisch, mit
PTFE-Küken, ohne Teilung

48
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Scheidetrichter, zylindrisch
mit PTFE-Küken, mit Teilung

51

Scheidetrichter, zylindrisch,
mit Glasküken, mit Teilung

51

Schlangenkühler, mit
GL-Anschlüssen

72

Schlangenkühler, mit Oliven 72

Schlauch-Oliven 21

Schliffhülsen mit Griffbund, PTFE 13

Schmelzpunktbestimmungsapparate 
nach Thiele

97

Schraubkupplungen für
Gewinderohre

17

Schraubverbindungskappen
für Gewinderohre

18

Schraubverschlusskappen 107

Schraubverschlusskappen 107

Schraubverschlusskappen
für Gewinderohre

17

Sechskant-Hohlstopfen mit
flachem Boden

19

Sechskant-Hohlstopfen mit
Spitzboden

19

Sedimentiergefäß nach Imhoff,
mit Hahn

101

Sedimentiergefäß nach Imhoff, 
ohne Hahn

101

Seitlicher Bürettenhahn mit
Glasküken

27

Seitlicher Bürettenhahn mit
PTFE-Küken

27

Siedestab mit Glocke 67

Silikon-Dichtungen 18

Silikon-Dichtungen, Septum 18

Spannverschlüsse 132

Spannverschlüsse mit Stativstab 132

Spitzbodengläser mit Normschliff 104

Spritzaufsatz 92

Spritzflaschen 92

Stäbe 130

Stativ mit H-Fuss 130

Stativ mit Platte 130

Stehkolben mit Normschliff 33

Stehkolben, Enghals 106

Stehkolben, Weithals 106

Stickstoff-Rundkolben (Schlenk-
Kolben) mit NS-Hahn

44

Stickstoff-Rundkolben (Schlenk-
Kolben) mit PTFE-Ventilhahn

44

Stickstoff-Vorlagen (Schlenk-Rohre) 
mit NS-Hahn

45

Stickstoff-Vorlagen (Schlenk-Rohre) 
mit PTFE-Ventilhahn

45

T-Stücke 21

Trichter mit NS-Kern 92

Trichter, glatte Innenfläche 92

Trockenrohre, gebogen
(Chlorcalciumröhren)

93

Trockenrohre, gebogen, mit NS-Kern 93

Trockenrohre, gerade
(Chlorcalciumröhren)

93

Trockenrohre, U-Form 93

Trockenrohre, U-Form,
mit NS-Hähnen

93

Bezeichnung Seite

Tropfenfänger nach Stutzer,
gebogen

61

Tropfenfänger nach Stutzer, gerade 61

Tropftrichter, konisch, mit
Glasküken

54

Tropftrichter, konisch, mit
PTFE-Küken

54

Tropftrichter, zylindrisch, mit
Glasküken

52

Tropftrichter, zylindrisch, mit
Glasküken, mit Druckausgleichsrohr

53

Tropftrichter, zylindrisch, mit
PTFE-Küken

52

Tropftrichter, zylindrisch, mit PTFE-
Küken, mit Druckausgleichsrohr

53

Übergangs-/Expansionsstücke 
Hülse/Kern

20

Übergangs-/Reduzierstücke
Hülse/Kern

20

Übergangsstücke mit NS-Hahn, 
gebogen

62

Übergangsstücke mit NS-Hahn, 
gebogen

63

Übergangsstücke mit NS-Hahn, 
gerade

62

Übergangsstücke NS-Hülse auf 
KS-Kugel

20

Übergangsstücke NS-Kern auf 
KS-Schale

20

Übergangsstücke, gebogen 62

Übergangsstücke, gerade 62

Universal-Verbindungsstück 21

Vakuum-Eckhähne 29

Vakuum-Einweghähne, gerade 29

Vakuum-Einweghähne, parallel 29

Vakuum-Zweiweghähne 29

Vakuumvorstöße, gebogen, mit
Gewindeanschluss

77

Vakuumvorstöße, gebogen, mit 
Olive

77

Vakuumvorstöße, gerade, mit
Gewindeanschluss

77

Vakuumvorstöße, gerade, mit Olive 77

Ventil-Eckhähne 25

Ventilhähne für Exsikkatoren, für 
Deckeltubus

28

Ventilhähne für Exsikkatoren, für 
Seitentubus

28

Ventilhähne, gerade 25

Verdampferkolben mit Normschliff 37

Verdampferkolben mit Normschliff, 
mit PUR-Beschichtung

39

Verteilerrohre mit Fritte 88

Verteilerrohre mit Fritte 89

Vierhals-Rundkolben, Seitenhälse 
parallel

43

Vierhals-Rundkolben, Seitenhälse 
schräg (15°)

43

Vierhals-Rundkolben, Seitenhälse 
schräg (7°)

43

Vorstöße, gebogen, für Destillier-
vorlagen nach Bredt

78

Vorstöße, gerade, für Destillier-
vorlagen nach Bredt

78

Wägegläser mit NS-Deckelstopfen 102

Wägegläser mit NS-Kappe 102

Wägetrichter aus Glas 102

Bezeichnung Seite

Wasserbestimmungsapparate
nach Dean Stark

98

Wasserstrahlpumpe 100

Wasserstrahlpumpe nach
Friedrichs-Antlinger

100

Wasserstrahlpumpe nach Wetzel, 
mit Rückschlagventil

100

Wasserstrahlpumpe nach Wetzel, 
ohne Rückschlagventil

100

Y-Stücke 21

Zerstäuber 58

Zweihals-Aufsätze 60

Zweihals-Rundkolben,
Seitenhals parallel

40

Zweihals-Rundkolben,
Seitenhals schräg

40

Zweihals-Spitzkolben 41

Zweiweg-Kegelhähne mit
massivem Glasküken

25

Zweiweg-Kegelhähne mit
PTFE-Küken

25

Zwischenstück, gekröpft 63

Zwischenstücke mit Hahn 63
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2-neck adapters 60

2-way stopcocks with PTFE plug 25

2-way stopcocks with solid glass 
plug

25

3-neck adapters 60

3-way stopcocks acc. to Czako, 
with PTFE plug

26

3-way stopcocks acc. to Czako, 
with solid glass plug

26

3-way stopcocks, with PTFE plug 26

3-way stopcocks, with solid glass 
plug

26

Adapters NS cone to spherical joint 
socket

20

Adapters NS socket to spherical 
joint ball

20

Adapters with NS stopcock, bent 62

Adapters with NS stopcock, bent 63

Adapters with NS stopcock, straight 62

Adapters, bent 62

Adapters, bent, for distilling
receivers acc. to Bredt

78

Adapters, straight 62

Adapters, straight, for distilling 
receivers acc. to Bredt

78

Air condensers without jacket 70

Air leak tube with bell 67

Alu rings with hooks 13

Anchor stirrers with GL thread 
connection

140

Anchor stirrers with journal 140

ASTM centrifuge tubes, cylindrical 103

ASTM centrifuge tubes, pear shape 103

Ball flange connections 16

Ball flanges KF, ball with olive 133

Ball flanges KF, socket with olive 133

Ball knots 131

Ball members 16

Bars 130

Beakers, high shape 105

Beakers, low shape 105

Bends, 75° 60

Bends, 90° 60

Bubble counters 97

Burette needlevalve stopcock, 
lateral

27

Burette needlevalve stopcock, 
straight

27

Burette stopcock, lateral,
with glass plug

27

Burette stopcock, lateral,
with PTFE plug

27

Burette stopcock, straight,
with glass plug

27

Burette stopcock, straight,
with PTFE plug

27

Chromatographic columns
with frit and beaded rim

56

Chromatographic columns with 
frit and NS socket with PTFE or 
needle-valve stopcock

56

Chromatographic columns with frit, 
with NS socket and NS cone, with 
needle-valve stopcock

57

Description Page

Chromatographic columns with frit, 
with NS socket and NS cone, with 
PTFE stopcock

57

Chromatographic columns with 
indentations and beaded rim

55

Chromatographic columns with 
indentations and NS socket

55

Clamps 132

Clamps for oxygen determination 
bottles acc. to Winkler

96

Clamps with stand rod 132

Clips 14

Coil condensers (double walled), 
with GL threads

74

Coil condensers (double walled), 
with olives

74

Cold traps with condensate drain 75

Cold traps without condensate drain 75

Column heads with valve stopcock 69

Columns acc. to Hempel 68

Columns acc. to Hempel with fixed 
vacuum jacket

68

Columns acc. to Hempel with 
emovable glass jacket

68

Columns acc. to Vigreux 69

Columns acc. to Vigreux with
fixed vacuum jacket

69

Columns acc. to Vigreux with
removable glass jacket

69

Condensers acc. to Allihn, for
extractors, with GL threads

72

Condensers acc. to Allihn, for
extractors, with olives

72

Condensers acc. to Allihn, with
GL threads

71

Condensers acc. to Allihn, with 
glass olives

71

Condensers acc. to Davies, with
GL thread

71

Condensers acc. to Davies, with 
glass olives

71

Condensers acc. to Liebig, with
GL threads

70

Condensers acc. to Liebig, with 
olives

70

Condensers with receiver acc. to 
Twisselmann

86

Cones 10

Cones with drip tip 10

Cones with short tip 11

Cones with tip 10

Cones with tip and special tube 
dimensions

11

Conical joint clips type „Safety Clip” 15

Conical joint clips type Keck™ 14

Connector, bent 63

Connectors with stopcock 63

Delivery adapters, bent 76

Delivery adapters, bent, with
ventilation

76

Delivery adapters, long, bent 76

Delivery adapters, short, bent 76

Delivery adapters, straight, with 
suction tube

76

Dimroth condensers for extractors, 
with GL threads

73

Description Page

Dimroth condensers for extractors, 
with olives

73

Dimroth condensers, with
GL threads

73

Dimroth condensers, with
glass olives

73

Disc knots 131

Disposable ground joint sleeves, 
PTFE

13

Distillation thermometers 67

Distilling heads 61

Distilling heads acc. to Claisen 61

Distilling link for short path
distillation

64

Distilling links 64

Distilling links acc. to Claisen,
with GL thread

66

Distilling links acc. to Claisen,
with olive

66

Distilling links acc. to Claisen, with 
vacuum receiver adapter & GL thread

66

Distilling links acc. to Claisen, with 
vacuum receiver adapter and olive

66

Distilling links with Liebig condenser 
and GL thread

65

Distilling links with Liebig condenser 
and olive

65

Distilling links with Liebig condenser, 
vacuum receiver adapter and GL 
thread

65

Distilling links with Liebig condenser, 
vacuum receiver adapter and olive

65

Distilling links with socket 64

Distilling links with splash head 64

Distilling receivers acc. to
Anschütz-Thiele, bent

80

Distilling receivers acc. to 
Anschütz-Thiele, straight

79

Distilling receivers acc. to 
Anschütz-Thiele, straight,
with cooling jacket

80

Distilling receivers acc. to Bernauer 79

Distilling receivers acc. to Bernauer, 
with flasks

79

Distilling receivers acc. to Bredt, 
bent

78

Distilling receivers acc. to Bredt, 
straight

78

Distribution tubes with frit 88

Distribution tubes with frit 89

Distributors for distilling receivers 
acc. to Bredt

78

Double cross bosshead (multi-
purpose connector)

131

Dropping funnels, conical, with
glass plug

54

Dropping funnels, conical, with 
PTFE plug

54

Dropping funnels, cylindrical, with 
glass plug

52

Dropping funnels, cylindrical, with 
glass plug, with pressure equalizing 
tube

53

Dropping funnels, cylindrical, with 
PTFE plug

52

Dropping funnels, cylindrical, with 
PTFE plug, with pressure equalizing 
tube

53

Drying tubes, bent, (calcium
chloride tubes)

93
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Drying tubes, bent, with NS cone 93

Drying tubes, straight, (calcium 
chloride tubes)

93

Drying tubes, U-shaped 93

Drying tubes, U-shaped, with
NS stopcocks

93

Erlenmeyer flasks with conical 
ground joint

34

Erlenmeyer flasks with DIN thread 35

Erlenmeyer flasks with ground joint, 
amber

34

Erlenmeyer flasks, narrow neck 105

Erlenmeyer flasks, wide neck 105

Evaporating flasks with conical 
ground joint

37

Evaporating flasks with conical 
ground joint, with PUR coating

39

Expansion adapters with ground 
joints

20

Extraction thimbles 87

Extraction thimbles 84

Extractor acc. to Soxhlet, 2,000 ml, 
with flange

83

Extractor head acc. to Soxhlet, 
2,000 ml, with flange

83

Extractor heads acc. to Soxhlet 83

Extractor heads acc. to Thielepape 84

Extractor heads acc. to Twisselmann 86

Extractor heads for specific heavy 
solvents

89

Extractor heads for specific light 
solvents

88

Extractor thimbles for solids 87

Extractors acc. to Knöfler-Böhm 85

Extractors acc. to Soxhlet,
with Allihn condenser

82

Extractors acc. to Soxhlet,
with Dimroth condenser

82

Extractors acc. to Thielepape 84

Extractors acc. to Twisselmann 86

Extractors for solids 87

Extractors for specific heavy 
solvents

89

Extractors for specific light solvents 88

Filter adapters 109

Filter crucibles 109

Filter funnels 110

Filter funnels, conical 110

Filter tubes acc. to Allihn 111

Flat bottom flasks, narrow neck 106

Flat bottom flasks, wide neck 106

Flat flange lids, center neck 122

Flat flange lids, center neck,
one angled side neck

122

Flat flange lids, center neck,
three angled side necks,
one vertical side neck

123

Flat flange lids, center neck,
two angled side necks

122

Flat flange lids, center neck,
two angled side necks,
one vertical side neck

123

Flat-bottom flasks with conical 
ground joint

33

Flexible coupling for stirrers 141

Description Page

Floor plate 131

Floor plate, adjustable 131

Fork clamps for ground joints 14

Fork clamps for spherical joints 16

Four-neck round-bottom flasks, 
side necks angled (15°)

43

Four-neck round-bottom flasks,
side necks angled (7°)

43

Four-neck round-bottom flasks, 
side necks parallel

43

Funnels with NS cone 92

Funnels, plain 92

Gas distribution tubes, central ring 112

Gas distribution tubes, lateral ring 112

Gas inlet tube with valve stopcock 67

Gas inlet tubes, bent 67

Gas inlet tubes, straight 67

Gas sampling tubes 97

Gas washing bottle heads,
with filter disc

95

Gas washing bottle heads,
without filter disc

95

Gas washing bottles acc. to
Drechsel with filter disc

94

Gas washing bottles acc. to 
Drechsel without filter disc

94

Gas washing bottles acc. to
Drechsel, with screw connections

95

Gas washing bottles without head 94

Glass beads 68

Glass filter discs 109

Glass filter plugs 111

Glass filter plugs with tube 111

Glass rings acc. to Raschig 68

Glass stopcock plugs 24

Guide wheels 131

High-efficient condensers wit
 four coils

74

Hinged couplings for stirrers 141

Hollow stoppers, hexagonal plate
flat bottom

19

Hollow stoppers, hexagonal plate, 
pointed bottom

19

Iodine determination flasks with 
conical ground joint, with collar

36

Iodine determination flasks with 
conical ground joint, without collar

36

Jacketed extractor heads acc. to 
Knöfler-Böhm

85

Jacketed stirrer bearings 134

Kipp dispenser heads 92

Kipp dispensers 92

Kjeldahl flasks 36

Laboratory bottles 107

Long ground cones 11

Long ground cones with tip 11

Long ground sockets 12

Melting point determination
apparatuses acc. to Thiele

97

Micro filter funnels 110

Needle-valve stopcocks for
desiccators, lid tubulation

28
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Needle-valve stopcocks fo
 desiccators, side tubulation

28

Needle-valve stopcocks, right-angled 25

Needle-valve stopcocks, straight 25

Nitrogen round-bottom flasks
(to Schlenk) with NS stopcock

44

Nitrogen round-bottom flasks
(to Schlenk) with PTFE needle-valve 
stopcock

44

Nitrogen tubes (Schlenk tubes)
with NS stopcock

45

Nitrogen tubes (Schlenk tubes)
with PTFE needle-valve stopcock

45

Non-return valve 100

O-ring seals 132

One-way reaction/distillation units 128

Oxygen determination bottles acc. 
to Winkler

96

Pear-shape flasks with conical 
ground joint

35

Plastic hose connectors, bent 18

Plastic hose connectors, straight 18

Pouring rings 107

Powder flasks with conical ground 
joint

37

PTFE blades 139

PTFE paddles 138

PTFE stopcock plugs 24

Pycnometer heads with/without 
bottle

99

Pycnometers acc. to Gay Lussac, 
adjusted

99

Pycnometers acc. to Gay Lussac, 
adjusted, with thermometer and 
side tube

99

Pycnometers acc. to Gay Lussac, 
unadjusted

99

Reaction vessels, cylindrical 115

Reaction vessels, cylindrical,
with thermostatic and vacuum 
jacket and withdrawal valve

120

Reaction vessels, cylindrical,
with thermostatic jacket

118

Reaction vessels, cylindrical,
with thermostatic jacket and
withdrawal valve

119

Reaction vessels, cylindrical,
with withdrawal valve

116

Reaction vessels, spherical 117

Reaction vessels, spherical,
with thermostatic jacket

121

Reaction vessels, spherical,
with thermostatic jacket and
withdrawal valve

121

Reaction vessels, spherical,
with withdrawal valve

117

Receiver adapters, bent,
with GL thread

77

Receiver adapters, bent,
with glass olive

77

Receiver adapters, straight,
with GL thread

77

Receiver adapters, straight, 
with glass olive

77

Receiving flasks 37

Receiving flasks with PUR coating 39

Rectangle diagonals 130
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Reduction adapters with ground 
joints

20

Reflux reaction units 126

Round bottom flasks, narrow neck 106

Round bottom flasks, wide neck 106

Round-bottom flasks with conical 
ground joint

32

Round-bottom flasks with conical 
ground joint, amber

33

Rubber sleeves 109

Screw caps 107

Screw caps 107

Screw caps for screwthread tubes 18

Screw caps for screwthread tubes 17

Screw couplings for screwthread 
tubes

17

Screwthread tubes for glassblowers 17

Screwthread tubes with NS cone 17

Screwthread tubes with NS cone, 
cap and sealing

17

Seals for ball flanges 133

Sedimentation cone acc. to Imhoff, 
with stopcock

101

Sedimentation cone acc. to Imhoff, 
without stopcock

101

Separating funnels, acc. to Gilson, 
with glass plug

51

Separating funnels, acc. to Gilson, 
with PTFE plug

51

Separating funnels, acc. to Squibb, 
amber, with PTFE plug, without scale

50

Separating funnels, acc. to Squibb, 
amber, with solid clear glass plug, 
without scale

50

Separating funnels, acc. to Squibb, 
with glass plug, with scale

49

Separating funnels, acc. to Squibb, 
with glass plug, without scale

49

Separating funnels, acc. to Squibb, 
with PTFE plug, with scale

49

Separating funnels, acc. to Squibb, 
with PTFE plug, without scale

49

Separating funnels, conical, amber, 
without scale, with PTFE plug

50

Separating funnels, conical, amber, 
without scale, with solid clear glass 
plug

50

Separating funnels, conical, with 
glass plug, with scale

48

Separating funnels, conical, with 
glass plug, without scale

48

Separating funnels, conical, with 
PTFE plug, with scale

48

Separating funnels, conical, with 
PTFE plug, without scale

48

Separating funnels, cylindrical,
with glass plug, with scale

51

Separating funnels, cylindrical, 
with PTFE plug, with scale

51

Set screws for fork clamps 14

Shafts 136

Silicone rubber sealings, Septa 18

Silicone sealing rings 18

Sleeves with grip collar, PTFE 13

Socket members 16

Sockets 12

Sockets with special tube dimensions 12

Description Page

Spare parts for gas washing bottles 
with screw connections

95

Spare parts for stirrer bearings
with GL male thread

135

Spare parts for water estimators 
acc. to Dean Stark

98

Spare valve 142

Spare valve spindles 25

Spiral condensers, with GL threads 72

Spiral condensers, with glass olives 72

Splash heads acc. to Stutzer, bent 61

Splash heads acc. to Stutzer, straight 61

Sprayers 58

Springs 13

Stainless steel ball flanges,
socket with thread

133

Still head for steam distillation 64

Stirrer bearings 136

Stirrer bearings with dynamic 
double seal

135

Stirrer bearings with GL male thread 135

Stirrer bearings with vacuum jacket 136

Stirrer with stirrer bearing 134

Stirrers with lateral blade and GL 
thread connection

137

Stirrers with lateral blade and 
journal

137

Stirrers with paddles and GL
thread connection

138

Stirrers with paddles and journal 138

Stirrers with PTFE blade and GL 
thread connection

139

Stirrers with PTFE blade and journal 139

Stopcocks, straight bore,
with PTFE plug

24

Stopcocks, straight bore,
with solid glass plug

24

Stoppers, octagonal plate, glass 19

Stoppers, octagonal plate, plastic 19

Support with base plate 130

Support with stand rod 130

Supports for ball flanges 133

Supports for stand grids 132

Table top reaction units, lab scale 124

Tabs for aspirator bottles 28

Test tube sprayers 58

Test tubes with NS joint without 
graduation

104

Test tubes with NS joint, with
conical bottom

104

Test tubes with NS joint, with
graduation

104

Three-neck round-bottom flasks, 
side necks angled

42

Three-neck round-bottom flasks, 
side necks parallel

41

Tubes with socket and cone 13

Tubing connectors, straight 21

Tubing connectors, T-shape 21

Tubing connectors, Y-shape 21

Two-neck pear-shaped flasks 41

Two-neck round-bottom flasks,
side neck angled

40
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Two-neck round-bottom flasks,
side neck parallel

40

Universal connector 21

Vacuum stopcocks, 1-way, parallel 29

Vacuum stopcocks, 1-way, straight 29

Vacuum stopcocks, 2-way 29

Vacuum stopcocks, right-angled 29

Wash bottles 92

Wash head 92

Water estimators acc. to Dean Stark 98

Water jet pump 100

Water jet pump acc. to Friedrichs-
Antlinger

100

Water jet pump acc. to Wetzel,
with non-return valve

100

Water jet pump acc. to Wetzel,
without non-return valve

100

Weighing bottles with NS cap 102

Weighing bottles with NS stopper 102

Weighing scoops, glass 102
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